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RSK Environment Limited (RSK) has prepared this report for the sole use of the client, showing reasonable skill and care, for 
the intended purposes as stated in the agreement under which this work was completed. The report may not be relied upon 
by any other party without the express agreement of the client and RSK. No other warranty, expressed or implied, is made as 
to the professional advice included in this report. 

Where any data supplied by the client or from other sources have been used, it has been assumed that the information is 
correct. No responsibility can be accepted by RSK for inaccuracies in the data supplied by any other party. The conclusions 
and recommendations in this report are based on the assumption that all relevant information has been supplied by those 
bodies from whom it was requested. 

No part of this report may be copied or duplicated without the express permission of RSK and the party for whom it was 
prepared. 

Where field investigations have been carried out, these have been restricted to a level of detail required to achieve the stated 
objectives of the work. 

This work has been undertaken in accordance with the quality management system of RSK Environment Ltd. 
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1 INTRODUCTION 

1.1 Introduction 

RSK Environment Limited (RSK) has been commissioned by Roxhill Developments 

Limited (the Client) to carry out a Supplementary Geotechnical and Geoenvironmental 

Assessment of the extended site development proposed at the M1 Junction 15 West, 

Northampton Strategic Rail Freight Interchange development.  

The factual Ground Investigation Report for the extended development site is presented 

herein, and follows on from a Preliminary Sources Study Report (313418-01(00)), which 

has previously been prepared for the site by RSK.  

This report is subject to the RSK service constraints given in Appendix A.  

1.2 Terms of reference 

This report comprises a Supplementary Factual Geotechnical & Geo-environmental 

investigation report in general accordance with the requirements of:  

 BS5930:1999+A2:2010 ‘Code of practice for site investigations’:  

 Environment Agency CLR 11 2004a ‘Model Procedures for the Management of Land 

Contamination’ (Contaminated Land Risk Assessment): 

 Highways Agency HD22/08, ‘Managing Geotechnical Risk’ (Ground Investigation): 

and 

 BS EN 1997-2:2007. Eurocode 7 — Geotechnical design — Part 2: Ground 

investigation and testing. 

1.3 Proposed development 

It is understood that the site development is being considered for a commercial end use. 

The development includes seven distribution warehouses with associated loading bays, 

hard standing, access highways and a new rail freight terminal and associated sidings 

along the western edge of the site. Additionally, the development is anticipated to 

include seven storm water attenuation and drainage ponds located at either end of the 

distribution warehouses along with large landscape screening bunds along with 

highways network improvements where the site links to the A508 and Junction 15 of the 

M1. In order to deliver the development a large cut and fill exercise will be undertaken at 

the site.  

The proposed development plan is presented within Figure 2.  

1.4 Objectives 

The purpose of the investigation works undertaken were to confirm the underlying 

ground conditions present beneath the extension of the original site to supplement data 

already obtained from the main body of the site, as detailed in RSK reports 312598 
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(dated November 2014). The extended site has since been subject to a Preliminary 

Sources Study Report 313418-01 (00), dated December 2016. In addition, the 

information collated will be used to assist in the master planning design and to support 

the Environmental Statement being developed for the proposed scheme.  

The main objectives of the investigation are to:  

 Confirm the stratigraphy of the soil across the site; 

 Confirm the groundwater and soil gas regime; 

 Confirm the contamination status of the extended areas of the site using a 

programme of in-situ screening and laboratory analysis; and  

 To provide sufficient geotechnical information characterising the strata encountered 

beneath the extended areas of the site, to assist in the master planning design.  

1.5 Scope of the investigation  

The project has been carried out to an agreed brief as set out in RSKs proposal (ref. 

313582-00 (01) Specification, dated 15
th
 June 2017.  

The ground investigation fieldwork carried out at the site was undertaken in accordance 

with a specification developed by RSK in view of the Client’s proposed development 

proposals.  

The scope of works for the assessment include: 

Inclusive within the Factual Report;  

 an intrusive investigation, with associated laboratory analysis and programme of 

subsequent monitoring events.  

Inclusive within the Interpretive Report;  

 development of a refined conceptual site model followed by generic quantitative risk 

assessment (GQRA) to assess complete pollutant linkages that may require the 

implementation of migration measures to facilitate development;  

 interpretation of ground conditions and ground model for the site;  

 classification of the strata encountered and identification of soil properties;  

 an interpretative report to assess both geotechnical and geoenvironmental risks and 

identify implications that will affect the detailed design of the project; and 

 an assessment of the potential waste classification implications of soil arisings.  

1.6 Limitations 

The comments given in this report and the opinions expressed are based on the ground 

conditions encountered during the site work and on the results of tests made in the field 

and in the laboratory.  However, there may be conditions pertaining to the site that have 

not been disclosed by the investigation and therefore could not be taken into account.  In 

particular, it should be noted that there may be areas of made ground not detected due 

to the limited nature of the investigation or the thickness and quality of made ground 

across the site may be variable.  In addition, groundwater levels and ground gas 
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concentrations and flows may vary from those reported due to seasonal, or other, 

effects. 
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2 SITE DETAILS 

2.1 Site location  

The site covers approximately 172 hectares, the centre of which is defined by the 

following National Grid co-ordinates: 474910, 254660. The site is bound by the M1 

motorway, which runs roughly north-west to south-east along the north-eastern 

boundary of the site. Junction 15 is located on the south-eastern extent of the site with 

the A508 running south-west from the aforementioned junction, along the south-eastern 

boundary of the site. A brook with fields beyond denotes the southern extent of the 

development area, with an existing area of fields to the south retained as part of the 

overall scheme. Collingtree Lane marks the northern boundary of the site, while the 

existing railway line marks the western boundary of the site.  

The village of Blisworth is situated approximately 1km to the west of the site. The village 

of Milton Malsor is located approximately 0.5km north-west of the site and the village of 

Collingtree is located some 100m east, beyond the M1 Motorway.  

2.2 Local topography, geography and geomorphology 

The site sits within a formerly glaciated area and as such the land is gently undulating 

with a general rise from the southern extent to the north-eastern corner of the site.  

The site generally slopes down from west to east, with the peak of the hill on which the 

site sits being located near to the centre of the western boundary of the site. The top of 

the hill forms a ridge, which extends along the majority of the western boundary of the 

site. At its highest, the site elevation is approximately 102m AOD, located near to the 

centre of the western boundary, down to its lowest elevation approximately 80m AOD 

along the sites eastern boundary, within a shallow valley associated with the unnamed 

brook flowing north-east, along the sites south eastern boundary.  

The M1 motorway is located in a shallow cutting along the eastern site boundary.  

The railway is located within a cutting.  

The geological sequence of the majority of the site is understood to comprise Oadby 

Member Glacial Till (Superficial), anticipated to be primarily cohesive, which overlies 

Glaciofluvial Deposits (Superficial), anticipated to be primarily granular in nature. Both 

superficial deposits are anticipated to overlie the Whitby Mudstone Formation (Solid 

deposit), which are likely to comprise weathered laminated fossiliferous mudstones, 

laminated with thin siltstone or silty mudstone beds and rare fine grained calcareous 

sandstone beds.  

2.3 Site description  

A site walkover was originally undertaken on the 19
th
 December 2013, and was updated 

for the purpose of the revised report of the 22
nd

 July 2016, with the additional areas 

viewed from public rights of way. The site is predominantly utilised for arable farming 
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and comprises fields with hedgerow field boundaries including a variety of immature to 

mature sized trees of various species. Two areas of mixed woodland are also located 

within the boundaries of the site. The woodlands are located near to the centre of the 

site, adjacent to the main access track through the site. The general elevation of the 

surrounding land undulates up and down, with the site elevations generally sloping down 

from north-west to south and south-east, rising slightly beyond the unnamed brook in the 

south of the site.  

The main access to the site is via a rough compacted gravel track leading north from the 

south-western quarter of the site, off the A508 towards the sites centre. In the centre of 

the site, just off the track, is a spoil heap of rubble consisting of brick, tarmac and stone 

(presumed to be used from improving farm tracks) which remained present during the 

undertaking of the intrusive works. An additional track leading east from the main access 

route terminates at a bridge over the M1 used as a public right of way footpath. There 

are several public rights of way crossing the site in various locations, one of which heads 

west to cross the railway line via a footbridge, which is located approximately centrally 

along the western boundary of the site.  

There are two buildings located on site. To the south-west of the centre of the site is a 

gun club with an associated shooting range and clay pigeon shooting. Derelict farm 

buildings including two derelict outhouses are also located in the east of the site. The 

derelict farm buildings are either of stone construction, which is in poor condition, or 

corrugated sheet metal cladding.  

An overhead 1.1kv power supply enters the north-west of the site, travelling south-east 

and south towards the derelict farm buildings on low level wooden poles. The derelict 

farm buildings are generally empty but appear to be utilised as a store for stone as well 

as containing two former fuel tanks, and at the time of the site walkover, were partially 

filled with water.  

Additionally, the site contains two telecom/mobile phone masts; one is located in the 

south-eastern corner of the site, accessed via a concrete track running from the A508. 

While the second mast is located in the north-east of the site, close to the boundary and 

footbridge to Collingtree, beyond the M1 .  

In the south of the site is a brook, which appears to flow from west to east along the 

sites southern boundary, crossing the A508 then north-east towards Northampton. 

Beyond the unnamed brook in the south of the site are additional fields, which extend to 

an access track that marks the southern extent of the site.  

Additionally, from ecological plans supplied to RSK in 2014, it is noted that the site 

previously had two badger sets located in the east of the site. One was located on the 

north-east corner in coniferous woodland, and the second was within a boundary hedge. 

The ecological plans supplied to RSK also indicated that there is a pond within the 

grounds of the gun club woodland, which was suggested to potentially have great 

crested newts within it, as well as common lizard habitats and bat roosts. At the time of 

the walkover RSK was prohibited entering the property associated with the gun club on 

health and safety grounds, and as such, these features were not observed during the 

walkover.  
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Supplied plan also indicated existing underground gas and water district mains in the 

east corner of the site, though no markers were identified within the boundaries of the 

site, at the time of the walkover.   

2.4 Published geology and expected ground conditions 

The British geological Survey (BGS) online OpenGeoscience resource and maps 

obtained have been reviewed to determine the anticipated geology beneath the site. 

It is envisaged that the local geology beneath the site will be in line with the summary 

below detailed within Table 1.  

Table 1: Anticipated geology across the site  

Geology Comment 

Surfacing and 
Buried 
Structures: 

(source: Envirocheck 
History Maps, Site 
Observation) 

Hard standing was identified along tracks to existing farm buildings in the east 
of the site as well as to a telecoms mast in the east of the site. Hard standing 
was also associated with the derelict farm buildings in the east of the site. 

Made Ground / 
Topsoil:  

(source:  BGS Maps, 
Available Borehole 
Logs, Envirocheck 
Geology & History 
Maps, memoirs) 

The entire Site is anticipated to be underlain by a cultivated plough layer 
resulting in a sub soil or growing medium (Agricultural Topsoil) rather than 
topsoil associated with gardens. 
Previous investigations have identified Agricultural Topsoil to be present to 
depths of between 0.10m and 0.50m, with a Subsoil present below that was 
identified to be between 0.10m and 0.90m thick. The Agricultural Topsoil 

comprised brown sandy slightly gravelly clay or slightly gravely clayey sand, 
while the Subsoil comprised orange brown slightly sandy slightly gravelly clay, 

or clayey sand 

Drift Deposits:  

(source:  BGS Maps, 
Available Borehole 
Logs, Envirocheck 
Geology & History 
Maps, memoirs) 

The majority of the site appears to be underlain by a mantle of Oadby Member 

(Diamicton Till / Glacial Till) which comprised firm to stiff brown or dark grey 
slightly sandy slight gravelly silty CLAY and was found to be on average 
between 4.00m to 5.00m thick but ranged between 0.55m and 10.90m thick. 
In the north corner of the site. Glaciofluvial Deposits have been identified, 

below the Oadby Member, to depths of greater than 20.45m bgl. The Deposits 
were generally found to be between 0.50m and greater than 8.75m in 
thickness, and comprised orange brown occasionally slightly clayey gravelly 
sand or sand and gravel with the sand being predominant and mostly medium 

sized.  

Bedrock 

(source:  BGS Maps, 
Available Borehole 
Logs, Envirocheck 
Geology & History 
Maps, memoirs) 

The entirety of the Site is indicated to be underlain by Whitby Mudstone 
Formation located below the overlying superficial deposits and have been 

identified at thicknesses of greater than 8.85m, although desk top information 
would suggest that the Whitby Mudstone Formation could extend up to 120m 
in thickness. These deposits appeared to generally comprise dark grey 
occasionally slightly sandy, occasionally very silty clay and rare silt, with bands 
of mudstone and siltstone.  
The Stamford Member is identified to extend just across the southern 

boundary of the site. The BGS indicates the Stamford Member to be pale 
greenish grey to yellowish and white, generally massive, fine-grained, 
generally friable, quartzose, unfossiliferous sandstone or siltstone, interpreted 
as mainly swamp and lacustrine, seen particularly in the upper part of the 
succession and in thicker successions as a sandy silty mudstone with plant 
debris, rootlets and thin lignite lenses, especially near the top, locally 

includinginterpreted lacustrine carbonaceous mudstones in hollows at 
the base and at the top.  
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3 GROUND INVESTIGATION 

3.1 Introduction 

RSK prepared a site specific Stage 2 Specification for Supplementary Ground 

Investigation Works in accordance with the Site Investigation Steering Groups UK 

Specification for Ground Investigation 2
nd

 edition (2012) and BS 5930 and A2: 2010 

‘Code of practice for site investigations’, BS EN ISO 14688-1:2002 and BS EN ISO 

14689-1:2003.  

The specification for the works was developed with the aim of confirming the underlying 

ground conditions present beneath the extension of the original site to supplement data 

already obtained from the main body of the site.  

Intrusive investigation works were undertaken between 29
th
 August and 13

th
 September 

2017, followed by a series of ground gas and groundwater monitoring events, 

undertaken on a weekly basis.  

3.2 Investigation strategy and methodology 

The techniques adopted for the intrusive investigation were appropriate to the expected 

geology and were also chosen to provide general non targeted arrangement covering 

the extended development site and depth of strata sufficient to allow the ground model 

to be confirmed. 

In addition specific exploratory holes were targeted in order to provide data for specific 

critical design elements. The investigation and sampling strategy was primarily focused 

on the assessment of the shallow soils and weathered bedrock. 

The rationale for each planned exploratory hole location is detailed within the Stage 2 

Preliminary Ground Investigation Specification and summarised within the Provisional 

Exploratory Hole Schedule included in Appendix B. This formed the basis for the works 

decision making as works progressed. 

Following completion of fieldworks and upon preparation of exploratory hole logs a 

series of samples were scheduled for selection of geotechnical and chemical laboratory 

testing to help characterise the strata properties. Groundwater samples were also taken 

and analysed where it was viable. 

An initial programme of four weekly soil gas and groundwater level monitoring visits 

were undertaken to establish the groundwater and ground gas conditions beneath the 

site. The results of the monitoring are provided within Appendix I. 

3.3 Investigation layout 

RSK met with landowners and stakeholders to confirm suitable access routes and viable 

exploratory hole locations prior to finalising the ground investigation specification and 
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commencing works. The layout devised was also prepared  to take account of the 

proposed scheme layout and design. 

Services data was obtained and overlaid upon plans to aid in the safe positioning of 

exploratory holes. 

RSK SafeGround team used a number of non intrusive techniques and equipment to 

check all exploratory hole positions and the surrounding areas were free of buried 

services and utilities. SafeGround used the following equipment: 

 CAT & Genny (Radiodetection RD8000), 

 Ground Penetrating Radar (GPR) - GSSI SIR-3000 console with the GSSI 400MHz 

antenna (standard frequency, used in high risk clearances) 

Following issue of a permit to dig from the RSK Safeground team, hand excavated 

service avoidance inspection pits were excavated to depths of 1.2mbgl prior to 

commencing all boreholes. Boring was only commenced if no evidence of services was 

uncovered. 

Upon completion of the works an as-built survey of the exploratory hole positions was 

commissioned and the coordinates and levels of each position were recorded using a 

Leica Viva GPS accurate to +/-5mm in horizontal positioning and +/-10mm in elevation. 

The coordinates and level data are recorded upon each exploratory hole log whilst the 

position of each exploratory hole is shown upon the exploratory hole location plan 

presented as from Figure 3 to 5. 

3.4 Health and safety 

Services data was obtained and overlaid upon plans to aid in the design and safe 

positioning of exploratory holes. 

Prior to commencing RSK’s attendance on site, a pre-start meeting was held between 

RSK, the Client, and the land owners; in order to identify the potential constraints and 

agree appropriate exploratory hole positions and access routes; and obtain all 

necessary permissions. 

RSK prepared site specific works H&S Plan, risk assessments and method statements 

for the undertaking of the works. 

Potential health and safety, ecological and archaeological constraints were identified 

prior to commencement of intrusive investigation works, and a suite of control measures 

adopted in order to mitigate any potential constraints and risks. The constraints identified 

and the control measures adopted are summarised in Table 2.  
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Table 2: Summary of constraints 

Constraint Details Control measures 

Landowners 

Permissions  

Entry in to the shooting range and the woodlands 

associated with the onsite gun club was not 

permitted during the intrusive investigation  

 The gun club is within the boundaries of the site and was activity during the intrusive 

investigation; however no investigations were proposed in this area of the site.  

Overhead utility 

apparatus 

Low level 11kv Overhead power lines are present 

on site, entering from the north west of the site, 

travelling south east and south across the site 

towards the derelict farm buildings, in the south 

east of the site. 

All exploratory positions were positioned outside a 10m radius of the overhead utilities. 

Underground 

utility apparatus 

A gas main and a water main are present in the 

east corner of the site, near to the motorway 

junction, travelling north to south. 

RSK met with landowners and stakeholders to confirm suitable access routes and 

viable exploratory hole locations prior to finalising the ground investigation 

specification and commencing works. Utility information was obtained and overlaid 

upon plans to aid in the safe positioning of exploratory holes. 

RSK SafeGround team used a number of non intrusive techniques and equipment to 

check all exploratory positions and the surrounding areas were free of buried services 

and utilities, as follows: 

 CAT & Genny (Radiodetection RD8000),  

 Ground Penetrating Radar (GPR)  - GSSI SIR-3000 console with the GSSI 

400MHz antenna (standard frequency, used in high risk clearances) 

Following issue of a permit to dig from the RSK Safeground team, hand excavated 

service avoidance inspection pits were excavated to depths of 1.20mbgl prior to 

commencing all boreholes. Boring was only commenced if no evidence of services was 

uncovered. 

Ecology Ecological surveys undertaken prior to the site 

investigation by a third party and this indicted a 

number of features on the site of ecological 

interest.  

 Exploratory hole access routes and positions were set up in coordination with the 

ecology team to ensure that no ecological receptors were compromised. 
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Farming and 

Crops  

The site comprises several arable fields, which at 

the time of the investigation had been harvested 

prior to the intrusive works. As such, entry to the 

site was permitted.  

In order to minimise the extent of damage to areas of future crop, exploratory positions 

were located along the boundaries of fields to restricted tracking to a minimum.  

Sufficient photographs were taken to show the condition of the proposed exploratory 

hole positions and all access routes prior to the start of the investigation, and an 

analogous set of photographs was compiled upon completion of the investigation.  

Archaeology  Archaeological assessments of the site were 

previously  undertaken by non intrusive 

geophysical methods at the time of the original site 

investigation (August/ September 2014).  

 Landowners and archaeological consultants CgMs have confirmed that no 

archaeological constraints were noted to be present across the site that would be 

affected by the investigation works,  
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3.5 Investigation techniques 

3.5.1 Trial pits 

The trials pits were undertaken at defined locations to facilitate soakaway testing to 

provide infiltration data to aid drainage design.  

The trial pit logs are presented in Appendix D. 

3.5.2 Windowless sampler boreholes 

Windowless sampler boreholes were utilised to penetrate shallow near surface drift 

strata. This technique was also used to provide an approximation of the in-situ strength 

and density by means of Standard Penetration Tests (SPTs), to obtain representative 

disturbed samples for laboratory testing, and to enable installation of shallow monitoring 

instrumentation within the shallow near surface deposits to facilitate long term soil gas 

and groundwater monitoring. 

Windowless sample boreholes were designed to provide non-targeted and targeted 

investigation and assessment of the shallow soils to inform earthworks classification and 

specification and confirm shallow ground model and geo-environmental CSM.  

The windowless sampler borehole logs are presented in Appendix E.  

3.5.3 Cable percussion boring 

200mmm and 150mm diameter cable percussion boreholes were utilised to penetrate 

shallow near surface drift strata to full depth and to prove the top of rock head where 

possible. This technique was also used to provide in-situ strength and density testing 

(SPT), representative disturbed and undisturbed samples for laboratory testing and to 

facilitate installation of monitoring instrumentation within the deeper deposits to facilitate 

long term soil gas and groundwater monitoring. 

Light Cable Percussive boreholes were designed to provide non-targeted coverage 

across the extended development site. Whilst targeted boreholes were positioned along 

the area of the proposed embankment adjacent to the presently active railway line 

(BHA2-5, A7, A12-A14), whilst BHA11 was designed to confirm the ground conditions 

model within this area of the site.  

The cable percussion borehole logs are presented in Appendix F. 

3.6 Investigation scope of works 

The investigation undertaken at the site comprised the following: 

 Setting out and service Clearance (RSK SafeGround);  

 Excavation of 3no trial pits using an operated tracked excavator to depths of 

between 2.20 to 3.10m bgl;  

 Carry out three soakaway tests in selected trial pits in general accordance with BRE 

365. 
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 Sinking of 20no window sampler boreholes to depths between 3..60 and 5.45m bgl;  

 Sinking of 14no cable percussive boreholes to depths between 12.25 and 25.45m 

bgl; 

 Installation of 31no combined groundwater/gas monitoring wells to varying depths 

including provision of  lockable covers; 

 Four visits to monitor groundwater levels and ground gas concentrations; 

 One groundwater sampling visit from selected instruments. 

 Surveying in of as built exploratory hole positions using GPS surveying equipment; 

 Associated disturbed and undisturbed sampling and in-situ testing; 

 Soil and rock sample geotechnical laboratory testing; and 

 Soil sample chemical and contamination laboratory testing.  

 Groundwater sample chemical and contamination laboratory testing. 

3.7 In-situ testing 

In-situ Standard Penetration Tests (SPTs) were undertaken at metre intervals within the 

windowless samples commencing from the base of the hand excavated service 

avoidance inspection pit (at 1.20m bgl). The results are presented in full on the borehole 

logs presented within Appendices E.  

In-situ Standard penetration Tests (SPTs) were undertaken at meter intervals within the 

cable percussive boreholes from the base of hand excavated service avoidance 

inspection pit ( at 1.20m bgl)to a depth of 10m bgl. From 10m bgl to the base of the 

boreholes, SPTs were undertaken at 1.50m intervals. Where appropriate SPT tests were 

alternated with undisturbed sampling. The results are presented in full on the borehole 

logs presented within Appendices F. 

In-situ soakaway testing was undertaken with the three trial pits, the location of which 

are denoted upon the exploratory location plan presented from Figure 3 to 5.  Soakaway 

tests were undertaken in unsupported shallow trial pits (2.00 to 2.95m bgl), and were 

attempted in general accordance with the recommendation of BRE 365. The two tests 

undertaken within TPA1 and TPA2 did not soakaway sufficiently to allow calculation of 

infiltration rates. The strata in which these tests were undertaken were predominantly 

cohesive and not considered to be conducive to soakaways and the testing has 

confirmed this. The in-situ soakaway test results are presented in Appendix G and the 

results are summarised below within Table 3.  

Table 3: Summary of soakaway test results   

Location Test Zone  

(depth m bgl) 

Calculated infiltration 

Rate  

(m/s) 

Strata 

TPA1 0.88 to 2.95 Insufficient soakage  Oadby Member- slightly 
gravelly silty CLAY 

TPA2 0.98 to 2.90 Insufficient soakage Oadby Member- slightly 
gravelly sandy CLAY 
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Analysis undertaken No. Rationale 

Dry density / moisture 

content relationship 

(4.5kg compaction) 

1 

Laboratory analysis undertaken to determine the relationship 

between moisture content and dry density of a soil when 

compacted using a 4.5kg rammer, and examine the optimum 

moisture content and maximum dry density of each strata. 

Concrete 

pH, water soluble 

sulphate, acid soluble 

sulphate, total sulphur 

11 

Chemical testing undertaken on soil samples in order to 

determine levels of sulphates and thus evaluate the possible 

impacts on buried concrete structures. 

 

Strength testing 

Laboratory shear vane 

testing 
3 

Shear vane testing undertaken on soil samples in order to 

provide a rapid and simple determination of the undrained 

shear strength properties associated with the clays and 

weathered mudstones in compaction tests at each point. 

Quick undrained triaxial 

compression tests 

(single and multi-stage) 

15 

Testing undertaken to determine the undrained shear strength 

of the clays at the in-situ natural moisture content.  

Permeability  1 

This test method is designed to measure the permeability to air 

of a small sample of rock. By extrapolation, this test method 

also determines an equivalent of the liquid permeability.  This 

parameter is used to calculate the flow through rock of fluids 

subjected to a pressure differential.  

Consolidation  18 
This test method is designed to focus on the magnitude of 

settlement and time rate at which this process occurs.  

3.8.2 Environmental testing 

Environmental laboratory testing was undertaken in order to characterise the soils 

beneath the site, and to assess contaminant concentrations within near surface soils 

encountered with regard to human health and the environment. 

The programme of chemical testing undertaken on the soil samples is presented in 

Table 4. Samples obtained for laboratory analysis were collected in a variety of 

containers appropriate to the anticipated testing suite required. Samples were stored in 

accordance with the RSK quality procedures to maintain sample integrity and 

preservation and to minimise the chance of cross contamination. The results available at 

the time of issue are included within Appendix H. 
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Well 
Response 

zone (m bgl) 
Response zone stratum 

Monitoring 

event 

Date 

BHA9 6.00 to 12.00 Glaciofluvial Deposits  1 to 4 22.09.17 to 24.10.17 

BHA10 12.00 to 16.00 Glaciofluvial Deposits  1 to 4 22.09.17 to 24.10.17 

BHA11 1.00 to 4.00 Glaciofluvial Deposits / Whitby 

Mudstone Formation 

1 to 4 22.09.17 to 24.10.17 

BHA12 8.00 to 9.00 Glaciofluvial Deposits 1 to 2 22.09.17 to 24.10.17 

WSA1 1.00 to 3.00 Oadby Member/ Glaciofluvial 

Deposits  

1 to 4 22.09.17 to 24.10.17 

WSA2 2.50 to 4.50 Oadby Member 1 to 3 22.09.17 to 24.10.17 

WSA3 3.00 to 5.00 Oadby Member 1 to 2 22.09.17 to 24.10.17 

WSA4 2.00 to 5.00 Oadby Member 1 to 2 and 4 22.09.17 to 24.10.17 

WSA5 2.00 to 5.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA6 1.00 to 3.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA7 1.00 to 3.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA8 2.00 to 5.00 Oadby Member / Whitby 

Mudstone Formation  

1 to 4 22.09.17 to 24.10.17 

WSA9 2.00 to 5.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA10 2.00 to 5.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA11 2.00 to 5.00 Oadby Member / Whitby 

Mudstone Formation  

1 to 4 22.09.17 to 24.10.17 

WSA12 3.00 to 4.00 Whitby Mudstone Formation  1 to 4 22.09.17 to 24.10.17 

WSA13 2.00 to 3.00 Glaciofluvial Deposits  1 to 4 22.09.17 to 24.10.17 

WSA14 2.00 to 5.00 Glaciofluvial Deposits / Whitby 

Mudstone Formation 

1 to 4 22.09.17 to 24.10.17 

WSA15 1.00 to 3.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA16 1.00 to 3.00 Oadby Member /  Glaciofluvial 

Deposits 

1 to 4 22.09.17 to 24.10.17 

WSA17 1.00 to 3.00 Oadby Member 1 to 4 22.09.17 to 24.10.17 

WSA18 2.00 to 5.00 Oadby Member /  Glaciofluvial 

Deposits 

1 to 4 22.09.17 to 24.10.17 

WSA19 1.00 to 3.00 Oadby Member /  Glaciofluvial 

Deposits / Whitby Mudstone 

Formation  

1 to 4 22.09.17 to 24.10.17 
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Well 
Response 

zone (m bgl) 
Response zone stratum 

Monitoring 

event 

Date 

WSA20 1.00 to 3.00 Oadby Member / Whitby 

Mudstone Formation 

1 to 4 22.09.17 to 24.10.17 

3.10 Groundwater developing, sampling and analysis 

Depth to groundwater level was determined at each of the installed monitoring wells, 

during the monitoring programme.  

Where sufficient depths of groundwater were recorded the wells were subsequently 

purged by 3 well volumes and where they recharged sufficiently they were sampled. All 

water samples were collected in containers appropriate to the anticipated testing suite 

required. The containers were filled to capacity and placed in a cool box to minimise 

volatilisation. Samples were transported directly to the testing laboratory under chain of 

custody documentation.  

The rationale for groundwater analysis is presented in Table 6. 

Table 6: Summary of groundwater analysis programme 

Analysis undertaken No Rationale 

Dissolved metals (Std Suite) plus Boron 

7 

Groundwater analysis used in 

conjunction with the results of 

the soil analysis and soil 

Leachate analysis in order to 

form a Qualitative Tier 2 

assessment of potential risks to 

the identified controlled water 

receptors.   

Hexavalent chromium (CrVI) 

Polycyclic Aromatic Hydrocarbons (PAH) 

Total Petroleum Hydrocarbons Criteria Working 

Group (TPHCWG), BTEX, and MBTE 

Dissolved Organic Carbon (DOC) 

Calcium 

Hardness 

pH 

Total alkalinity  
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APPENDIX A 
SERVICE CONSTRAINTS 

1. This report and the site investigation carried out in connection with the report (together the "Services") were compiled and carried 

out by RSK Environment Limited (RSK) for Roxhill Developments Limited in accordance with the terms of a contract between RSK 

and the "client", dated 15th June 2017.. The Services were performed by RSK with the skill and care ordinarily exercised by a 

reasonable environmental consultant at the time the Services were performed. Further, and in particular, the Services were 

performed by RSK taking into account the limits of the scope of works required by the client, the time scale involved and the 

resources, including financial and manpower resources, agreed between RSK and the client. 

2. Other than that expressly contained in paragraph 1 above, RSK provides no other representation or warranty whether express or 

implied, in relation to the Services. 

3. Unless otherwise agreed the Services were performed by RSK exclusively for the purposes of the client. RSK is not aware of any 

interest of or reliance by any party other than the client in or on the Services. Unless expressly provided in writing, RSK does not 

authorise, consent or condone any party other than the client relying upon the Services. Should this report or any part of this report, 

or otherwise details of the Services or any part of the Services be made known to any such party, and such party relies thereon that 

party does so wholly at its own and sole risk and RSK disclaims any liability to such parties. Any such party would be well 

advised to seek independent advice from a competent environmental consultant and/or lawyer. 

4. It is RSK's understanding that this report is to be used for the purpose described in the introduction to the report. That purpose was 

a significant factor in determining the scope and level of the Services. Should the purpose for which the report is used, or the 

proposed use of the site change, this report may no longer be valid and any further use of or reliance upon the report in those 

circumstances by the client without RSK 's review and advice shall be at the client's sole and own risk. Should RSK be requested to 

review the report after the date hereof, RSK shall be entitled to additional payment at the then existing rates or such other terms as 

agreed between RSK and the client. 

5. The passage of time may result in changes in site conditions, regulatory or other legal provisions, technology or economic 

conditions which could render the report inaccurate or unreliable. The information and conclusions contained in this report should 

not be relied upon in the future without the written advice of RSK. In the absence of such written advice of RSK, reliance on the 

report in the future shall be at the client's own and sole risk. Should RSK be requested to review the report in the future, RSK shall 

be entitled to additional payment at the then existing rate or such other terms as may be agreed between RSK and the client. 

6. The observations and conclusions described in this report are based solely upon the Services which were provided pursuant to the 

agreement between the client and RSK. RSK has not performed any observations, investigations, studies or testing not specifically 

set out or required by the contract between the client and RSK. RSK is not liable for the existence of any condition, the discovery of 

which would require performance of services not otherwise contained in the Services. For the avoidance of doubt, unless otherwise 

expressly referred to in the introduction to this report, RSK did not seek to evaluate the presence on or off the site of asbestos, 

electromagnetic fields, lead paint, heavy metals, radon gas or other radioactive or hazardous materials. 

7. The Services are based upon RSK's observations of existing physical conditions at the Site gained from a walk-over survey of the 

site together with RSK's interpretation of information including documentation, obtained from third parties and from the client on the 

history and usage of the site. The Services are also based on information and/or analysis provided by independent testing and 

information services or laboratories upon which RSK was reasonably entitled to rely. The Services clearly are limited by the 

accuracy of the information, including documentation, reviewed by RSK and the observations possible at the time of the walk-over 

survey. Further RSK was not authorised and did not attempt to independently verify the accuracy or completeness of information, 

documentation or materials received from the client or third parties, including laboratories and information services, during the 

performance of the Services. RSK is not liable for any inaccurate information or conclusions, the discovery of which inaccuracies 

required the doing of any act including the gathering of any information which was not reasonably available to RSK and including 

the doing of any independent investigation of the information provided to RSK save as otherwise provided in the terms of the 

contract between the client and RSK. 

8. The phase II or intrusive environmental site investigation aspects of the Services is a limited sampling of the site at pre-determined 

borehole and soil vapour locations based on the operational configuration of the site. The conclusions given in this report are based 

on information gathered at the specific test locations and can only be extrapolated to an undefined limited area around those 

locations. The extent of the limited area depends on the soil and groundwater conditions, together with the position of any current 

structures and underground facilities and natural and other activities on site. In addition chemical analysis was carried out for a 

limited number of parameters [as stipulated in the contract between the client and RSK] [based on an understanding of the 

available operational and historical information,] and it should not be inferred that other chemical species are not present. 

9. Any site drawing(s) provided in this report is (are) not meant to be an accurate base plan, but is (are) used to present the general 

relative locations of features on, and surrounding, the site. 
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APPENDIX B 
EXPLORATORY HOLE SCHEDULE  



 

Roxhill Developments Limited  2 

Factual Ground Investigation Report: M1 Junction 15 West – Extended Development Site  

313582-01 (00) 

APPENDIX D  
TRIAL PIT LOGS  
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APPENDIX E 
WINDOWLESS SAMPLER BOREHOLE LOGS 
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APPENDIX F 
CABLE PERCUSSION BOREHOLE LOGS 
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APPENDIX G 
INSITU SOAKWAY RESULTS 
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APPENDIX H 
CHEMICAL LABORATORY CERTIFICATES FOR 
SOIL ANALYSIS 
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APPENDIX I 
CHEMICAL LABORATORY CERTIFICATES FOR 
WATER ANALYSIS 
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APPENDIX J 
GEOTECHNICAL LABORATORY TESTING  



TESTING VERIFICATION
CERTIFICATE

1774

Approved Signatory
 !" #$%&!'( )* +&! $&!,  ' -(!.

The test results included in this report are certified as:-

ISSUE STATUS: /01#*

In accordance with the Structural Soils Ltd Laboratory Quality Management
System, results sheets and summaries of results issued by the laboratory are

checked by an approved signatory.  The integrity of the test data and results are
ensured by control of the computer system employed by the laboratory as part of
the Software Verification Program as detailed in the Laboratory Quality Manual.

This testing verification certificate covers all testing compiled on or before the
following datetime: 2345543256 578998:5.

Testing reported after this date is not covered by this Verification Certificate.

Hemel Laboratory
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Hemel Hempstead
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APPENDIX K 
GAS AND GROUNDWATER MONITORING 
RESULTS  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



BHA1 1 50 1 20.00 --- 16.00 to 20.00 22/09/2017 1011 1011 0.0(I) - - - - - - -

BHA1 1 50 1 --- 16.00 to 20.00 30 secs - - 0.0(SS) - - - - - - -

BHA1 1 50 1 (2) 20.00 --- 16.00 to 20.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 15 secs - - - - 0.1 0.0 20.9 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 30 secs - - - - 0.1 0.0 20.9 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 60 secs - - - - 0.1 0.0 20.9 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 90 secs - - - - 0.1 0.0 20.9 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 120 secs - - - - 0.1 0.0 20.9 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 180 secs - - - - 0.1 0.0 21.0 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 240 secs - - - - 0.1 0.0 21.0 0.0 1 0

BHA1 1 50 1 (2) --- 16.00 to 20.00 300 secs - - - - 0.1 0.0 21.0 0.0 1 0

BHA1 1 50 1 (3) 20.00 19.44 16.00 to 20.00 22/09/2017 00:07:00 - - - 17.75 - - - - - -

BHA1 1 50 2 20.00 --- 16.00 to 20.00 06/10/2017 10:45:00 1014 1014 -0.4(I) - - - - - - -

BHA1 1 50 2 --- 16.00 to 20.00 30 secs - - -0.4(SS) - - - - - - -

BHA1 1 50 2 (2) 20.00 --- 16.00 to 20.00 06/10/2017 10:46:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 15 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 30 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 60 secs - - - - 0.1 0.0 20.8 0.0 0 0

Gas
Flow
(l/hr)

Response Zone
Exploratory

Position
ID

Pipe
ref

Pipe
diameter

(mm)

Borehole
Pressure

(mb)

Atmos
Pressure

(mb)

Water
Depth
(mbgl)

Monitoring
Round Date & Time

of Monitoring
(elapsed time)

[Pressures] Previous During Start End Equipment Used & Remarks

Round 1 - Fluctuating 1012 1012 GA5000  + Dipmeter  + Weather: Cloudy + Ground: Damp + Wind: Light + Air Temp: 14DegC
Round 2 - Fluctuating 1012 1014 GA5000  + Dipmeter  + Weather: Cloudy + Ground: Dry + Wind: Medium + Air Temp: 10DegC
Round 3 - Falling 1010 1011 Weather: Clear + Ground: Wet + Wind: Light + Air Temp: 10DegC
Round 4 - Fluctuating 1009 1009 GA5000  + Dipmeter

Measured
Installation

Depth
(mbgl)

Reported
Installation

Depth
(m)

Hydrogen
Sulphide

(ppm)

Carbon
Monoxide

(ppm)

Methane

(% / vol)

Oxygen

(% / vol)

LEL

(%)

Carbon
Dioxide
(% / vol)
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BHA1 1 50 2 (2) --- 16.00 to 20.00 90 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 120 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 240 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (2) --- 16.00 to 20.00 300 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 2 (3) 20.00 19.43 16.00 to 20.00 06/10/2017 10:52:00 - - - 17.78 - - - - - -

BHA1 1 50 3 20.00 --- 16.00 to 20.00 12/10/2017 13:20:00 1011 1011 -0.1(I) - - - - - - -

BHA1 1 50 3 --- 16.00 to 20.00 30 secs - - -0.1(SS) - - - - - - -

BHA1 1 50 3 (2) 20.00 --- 16.00 to 20.00 12/10/2017 13:21:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 15 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 30 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 60 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 90 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 120 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 240 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (2) --- 16.00 to 20.00 300 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA1 1 50 3 (3) 20.00 19.44 16.00 to 20.00 12/10/2017 13:27:00 - - - 17.79 - - - - - -

BHA1 1 50 4 20.00 --- 16.00 to 20.00 23/10/2017 14:30:00 1008 1008 -0.1(I) - - - - - - -

BHA1 1 50 4 --- 16.00 to 20.00 15 secs - - 0.0(SS) - - - - - - -

BHA1 1 50 4 (2) 20.00 --- 16.00 to 20.00 23/10/2017 14:30:30 - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 15 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 30 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 60 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 90 secs - - - - 0.1 0.0 20.9 - 0 0
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Depth
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ID

Pipe
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Monitoring
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(% / vol)
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Oxygen

(% / vol)
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(%)
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BHA1 1 50 4 (2) --- 16.00 to 20.00 120 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 180 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 240 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (2) --- 16.00 to 20.00 300 secs - - - - 0.1 0.0 20.9 - 0 0

BHA1 1 50 4 (3) 20.00 19.45 16.00 to 20.00 23/10/2017 14:36:30 - - - 17.75 - - - - - -

BHA2 1 50 1 13.00 --- 8.00 to 13.00 22/09/2017 1012 1012 0.1(I) - - - - - - -

BHA2 1 50 1 --- 8.00 to 13.00 30 secs - - 0.1(SS) - - - - - - -

BHA2 1 50 1 (2) 13.00 --- 8.00 to 13.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 15 secs - - - - 1.4 0.0 19.8 0.0 10 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 30 secs - - - - 1.8 0.0 18.5 0.0 3 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 60 secs - - - - 1.9 0.0 18.4 0.0 2 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 90 secs - - - - 1.9 0.0 18.4 0.0 2 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 120 secs - - - - 1.9 0.0 18.4 0.0 3 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 180 secs - - - - 1.9 0.0 18.4 0.0 3 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 240 secs - - - - 1.9 0.0 18.5 0.0 2 0

BHA2 1 50 1 (2) --- 8.00 to 13.00 300 secs - - - - 1.9 0.0 18.5 0.0 2 0

BHA2 1 50 1 (3) 13.00 13.50 8.00 to 13.00 22/09/2017 00:07:00 - - - 8.54 - - - - - -

BHA2 1 50 2 13.00 --- 8.00 to 13.00 04/10/2017 12:03:00 1010 1010 -0.1(I) - - - - - - -

BHA2 1 50 2 --- 8.00 to 13.00 30 secs - - -0.1(SS) - - - - - - -

BHA2 1 50 2 (2) 13.00 --- 8.00 to 13.00 04/10/2017 12:04:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 15 secs - - - - 1.8 0.0 18.2 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 30 secs - - - - 1.8 0.0 17.1 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 60 secs - - - - 1.8 0.0 17.0 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 90 secs - - - - 1.8 0.0 16.9 0.0 1 0
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BHA2 1 50 2 (2) --- 8.00 to 13.00 120 secs - - - - 1.8 0.0 16.9 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 180 secs - - - - 1.9 0.0 16.8 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 240 secs - - - - 2.0 0.0 16.6 0.0 1 0

BHA2 1 50 2 (2) --- 8.00 to 13.00 300 secs - - - - 2.1 0.0 16.4 0.0 1 0

BHA2 1 50 2 (3) 13.00 13.48 8.00 to 13.00 04/10/2017 12:10:00 - - - 10.39 - - - - - -

BHA2 1 50 3 13.00 --- 8.00 to 13.00 12/10/2017 11:45:00 1012 1012 0.0(I) - - - - - - -

BHA2 1 50 3 --- 8.00 to 13.00 30 secs - - 0.0(SS) - - - - - - -

BHA2 1 50 3 (2) 13.00 --- 8.00 to 13.00 12/10/2017 11:46:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 15 secs - - - - 2.9 0.0 17.7 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 30 secs - - - - 2.6 0.0 15.3 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 60 secs - - - - 2.3 0.0 15.1 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 90 secs - - - - 1.9 0.0 15.1 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 120 secs - - - - 1.6 0.0 15.1 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 180 secs - - - - 1.3 0.0 15.1 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 240 secs - - - - 1.1 0.0 15.0 0.0 0 0

BHA2 1 50 3 (2) --- 8.00 to 13.00 300 secs - - - - 1.0 0.0 15.1 0.0 0 0

BHA2 1 50 3 (3) 13.00 13.50 8.00 to 13.00 12/10/2017 11:52:00 - - - 10.38 - - - - - -

BHA2 1 50 4 13.00 --- 8.00 to 13.00 23/10/2017 13:48:00 1009 1009 0.3(I) - - - - - - -

BHA2 1 50 4 --- 8.00 to 13.00 20 secs - - 0.1(SS) - - - - - - -

BHA2 1 50 4 (2) 13.00 --- 8.00 to 13.00 23/10/2017 13:48:40 - - - - 0.1 0.0 20.9 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 15 secs - - - - 3.6 0.0 18.4 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 30 secs - - - - 3.5 0.0 14.2 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 60 secs - - - - 3.4 0.0 14.2 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 90 secs - - - - 3.4 0.0 14.3 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 120 secs - - - - 3.4 0.0 14.4 - 0 0
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BHA2 1 50 4 (2) --- 8.00 to 13.00 180 secs - - - - 3.4 0.0 14.4 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 240 secs - - - - 3.5 0.0 14.2 - 0 0

BHA2 1 50 4 (2) --- 8.00 to 13.00 300 secs - - - - 3.5 0.0 14.2 - 0 0

BHA2 1 50 4 (3) 13.00 13.50 8.00 to 13.00 23/10/2017 13:54:40 - - - 10.36 - - - - - -

BHA3 1 50 1 16.00 --- 11.00 to 16.00 22/09/2017 1012 1012 0.0(I) - - - - - - -

BHA3 1 50 1 (2) 16.00 --- 11.00 to 16.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 15 secs - - - - 0.2 0.0 19.6 0.0 3 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 30 secs - - - - 0.2 0.0 19.1 0.0 2 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 60 secs - - - - 0.1 0.0 19.7 0.0 1 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 90 secs - - - - 0.1 0.0 20.0 0.0 1 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 120 secs - - - - 0.1 0.0 20.2 0.0 1 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 180 secs - - - - 0.1 0.0 20.3 0.0 1 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 240 secs - - - - 0.1 0.0 20.4 0.0 1 0

BHA3 1 50 1 (2) --- 11.00 to 16.00 300 secs - - - - 0.1 0.0 20.5 0.0 1 0

BHA3 1 50 1 (3) 16.00 12.62 11.00 to 16.00 22/09/2017 00:07:00 - - - 9.01 - - - - - -

BHA3 1 50 1 16.00 --- 11.00 to 16.00 24/09/2017 00:00:30 - - 0.0(SS) - - - - - - -

BHA3 1 50 2 16.00 --- 11.00 to 16.00 04/10/2017 10:53:00 1010 1010 0.0(I) - - - - - - -

BHA3 1 50 2 --- 11.00 to 16.00 30 secs - - 0.0(SS) - - - - - - -

BHA3 1 50 2 (2) 16.00 --- 11.00 to 16.00 04/10/2017 10:54:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 15 secs - - - - 0.2 0.0 20.9 0.0 1 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 30 secs - - - - 0.2 0.0 20.6 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 60 secs - - - - 0.2 0.0 20.6 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 90 secs - - - - 0.2 0.0 20.6 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 120 secs - - - - 0.2 0.0 20.6 0.0 0 0
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BHA3 1 50 2 (2) --- 11.00 to 16.00 180 secs - - - - 0.2 0.0 20.6 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 240 secs - - - - 0.2 0.0 20.7 0.0 0 0

BHA3 1 50 2 (2) --- 11.00 to 16.00 300 secs - - - - 0.2 0.0 20.7 0.0 0 0

BHA3 1 50 2 (3) 16.00 14.03 11.00 to 16.00 04/10/2017 11:00:00 - - - 10.05 - - - - - -

BHA3 1 50 3 16.00 --- 11.00 to 16.00 12/10/2017 11:10:00 1012 1012 0.0(I) - - - - - - -

BHA3 1 50 3 --- 11.00 to 16.00 30 secs - - 0.0(SS) - - - - - - -

BHA3 1 50 3 (2) 16.00 --- 11.00 to 16.00 12/10/2017 11:11:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 15 secs - - - - 0.2 0.0 20.5 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 30 secs - - - - 0.2 0.0 20.4 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 60 secs - - - - 0.1 0.0 20.6 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 90 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 120 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 180 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 240 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA3 1 50 3 (2) --- 11.00 to 16.00 300 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA3 1 50 3 (3) 16.00 14.03 11.00 to 16.00 12/10/2017 11:17:00 - - - 9.92 - - - - - -

BHA3 1 50 4 16.00 --- 11.00 to 16.00 23/10/2017 14:15:00 1009 1009 0.1(I) - - - - - - -

BHA3 1 50 4 --- 11.00 to 16.00 20 secs - - 0.1(SS) - - - - - - -

BHA3 1 50 4 (2) 16.00 --- 11.00 to 16.00 23/10/2017 14:15:40 - - - - 0.1 0.0 20.9 - 0 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 15 secs - - - - 0.3 0.0 20.7 - 1 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 30 secs - - - - 0.4 0.0 20.3 - 1 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 60 secs - - - - 0.3 0.0 20.0 - 0 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 90 secs - - - - 0.2 0.0 20.3 - 0 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 120 secs - - - - 0.1 0.0 20.6 - 0 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 180 secs - - - - 0.1 0.0 20.7 - 0 0
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BHA3 1 50 4 (2) --- 11.00 to 16.00 240 secs - - - - 0.1 0.0 20.8 - 0 0

BHA3 1 50 4 (2) --- 11.00 to 16.00 300 secs - - - - 0.1 0.0 20.9 - 0 0

BHA3 1 50 4 (3) 16.00 14.00 11.00 to 16.00 23/10/2017 14:21:40 - - - 8.55 - - - - - -

BHA4 1 50 1 7.00 --- 2.00 to 7.00 22/09/2017 1012 1012 0.0(I) - - - - - - -

BHA4 1 50 1 (2) 7.00 --- 2.00 to 7.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 15 secs - - - - 1.1 0.0 20.2 0.0 2 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 30 secs - - - - 1.2 0.0 19.5 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 60 secs - - - - 1.3 0.0 19.4 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 90 secs - - - - 1.4 0.0 19.2 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 120 secs - - - - 1.7 0.0 18.9 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 180 secs - - - - 2.0 0.0 18.6 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 240 secs - - - - 2.1 0.0 18.4 0.0 1 0

BHA4 1 50 1 (2) --- 2.00 to 7.00 300 secs - - - - 2.1 0.0 18.4 0.0 1 0

BHA4 1 50 1 (3) 7.00 6.34 2.00 to 7.00 22/09/2017 00:07:00 - - - 2.30 - - - - - -

BHA4 1 50 1 7.00 --- 2.00 to 7.00 25/09/2017 00:00:30 - - 0.0(SS) - - - - - - -

BHA4 1 50 2 7.00 --- 2.00 to 7.00 04/10/2017 1011 1011 0.1(I) - - - - - - -

BHA4 1 50 2 --- 2.00 to 7.00 30 secs - - 0.1(SS) - - - - - - -

BHA4 1 50 2 (2) 7.00 --- 2.00 to 7.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 15 secs - - - - 1.8 0.0 19.8 0.0 1 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 30 secs - - - - 1.8 0.0 18.8 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 60 secs - - - - 1.9 0.0 18.6 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 90 secs - - - - 2.0 0.0 18.5 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 120 secs - - - - 2.1 0.0 18.4 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 180 secs - - - - 2.3 0.0 18.2 0.0 0 0
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BHA4 1 50 2 (2) --- 2.00 to 7.00 240 secs - - - - 2.3 0.0 18.1 0.0 0 0

BHA4 1 50 2 (2) --- 2.00 to 7.00 300 secs - - - - 2.3 0.0 18.2 0.0 0 0

BHA4 1 50 2 (3) 7.00 6.48 2.00 to 7.00 04/10/2017 00:07:00 - - - 2.11 - - - - - -

BHA4 1 50 3 7.00 --- 2.00 to 7.00 12/10/2017 15:20:00 1011 1011 0.0(I) - - - - - - -

BHA4 1 50 3 --- 2.00 to 7.00 30 secs - - 0.0(SS) - - - - - - -

BHA4 1 50 3 (2) 7.00 --- 2.00 to 7.00 12/10/2017 15:21:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 15 secs - - - - 0.8 0.0 20.7 0.0 1 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 30 secs - - - - 0.9 0.0 20.3 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 60 secs - - - - 1.0 0.0 20.1 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 90 secs - - - - 1.2 0.0 19.9 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 120 secs - - - - 1.5 0.0 19.6 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 180 secs - - - - 1.9 0.0 19.3 0.0 0 0

BHA4 1 50 3 (2) --- 2.00 to 7.00 240 secs - - - - 1.9 0.0 19.2 0.0 0 0

BHA4 1 50 3 (3) 7.00 --- 2.00 to 7.00 12/10/2017 15:26:00 - - - - 2.0 0.0 19.1 0.0 0 0

BHA4 1 50 3 (3) 6.35 2.00 to 7.00 360 secs - - - 2.08 - - - - - -

BHA4 1 50 4 7.00 --- 2.00 to 7.00 24/10/2017 12:13:00 1009 1009 0.1(I) - - - - - - -

BHA4 1 50 4 --- 2.00 to 7.00 30 secs - - 0.1(SS) - - - - - - -

BHA4 1 50 4 (2) 7.00 --- 2.00 to 7.00 24/10/2017 12:14:00 - - - - 0.1 0.0 20.9 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 15 secs - - - - 0.0 0.0 21.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 30 secs - - - - 0.0 0.0 21.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 60 secs - - - - 0.1 0.0 21.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 90 secs - - - - 0.2 0.0 20.9 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 120 secs - - - - 0.7 0.0 20.3 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 180 secs - - - - 0.7 0.0 20.3 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 240 secs - - - - 0.8 0.0 20.2 - 0 0
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BHA4 1 50 4 (2) --- 2.00 to 7.00 300 secs - - - - 1.0 0.0 20.1 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 360 secs - - - - 1.0 0.0 20.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 420 secs - - - - 1.0 0.0 20.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 480 secs - - - - 1.0 0.0 20.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 540 secs - - - - 1.0 0.0 20.0 - 0 0

BHA4 1 50 4 (2) --- 2.00 to 7.00 600 secs - - - - 1.0 0.0 20.0 - 0 0

BHA4 1 50 4 (3) 7.00 6.20 2.00 to 7.00 24/10/2017 12:25:00 - - - 2.09 - - - - - -

BHA5 1 50 1 8.00 --- 4.00 to 8.00 26/09/2017 12:15:00 1013 1011 2.1(I) - - - - - - -

BHA5 1 50 1 --- 4.00 to 8.00 30 secs - - 1.2(SS) - - - - - - -

BHA5 1 50 1 (2) 8.00 --- 4.00 to 8.00 26/09/2017 12:16:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 15 secs - - - - 3.2 0.0 2.7 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 30 secs - - - - 3.2 0.0 1.3 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 60 secs - - - - 3.2 0.0 1.0 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 90 secs - - - - 3.2 0.0 1.0 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 120 secs - - - - 3.2 0.0 1.0 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 180 secs - - - - 3.2 0.0 0.9 0.0 0 0

BHA5 1 50 1 (2) --- 4.00 to 8.00 240 secs - - - - 3.1 0.0 0.9 0.0 0 1

BHA5 1 50 1 (2) --- 4.00 to 8.00 300 secs - - - - 3.1 0.0 0.9 0.0 0 0

BHA5 1 50 1 (3) 8.00 8.25 4.00 to 8.00 26/09/2017 12:22:00 - - - 5.08 - - - - - -

BHA5 1 50 2 8.00 --- 4.00 to 8.00 04/10/2017 1015 1012 3.1(I) - - - - - - -

BHA5 1 50 2 --- 4.00 to 8.00 300 secs - - 0.2(SS) - - - - - - -

BHA5 1 50 2 (2) 8.00 --- 4.00 to 8.00 04/10/2017 00:06:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 15 secs - - - - 2.6 0.0 11.2 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 30 secs - - - - 2.7 0.0 7.6 0.0 1 0
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BHA5 1 50 2 (2) --- 4.00 to 8.00 60 secs - - - - 2.7 0.0 7.4 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 90 secs - - - - 2.7 0.0 7.3 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 120 secs - - - - 2.7 0.0 7.3 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 180 secs - - - - 2.7 0.0 7.2 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 240 secs - - - - 2.7 0.0 7.2 0.0 1 0

BHA5 1 50 2 (2) --- 4.00 to 8.00 300 secs - - - - 2.7 0.0 7.2 0.0 1 0

BHA5 1 50 2 (3) 8.00 8.26 4.00 to 8.00 04/10/2017 00:12:00 - - - 4.34 - - - - - -

BHA5 1 50 3 8.00 --- 4.00 to 8.00 12/10/2017 09:40:00 1010 1010 0.0(I) - - - - - - -

BHA5 1 50 3 --- 4.00 to 8.00 30 secs - - 0.0(SS) - - - - - - -

BHA5 1 50 3 (2) 8.00 --- 4.00 to 8.00 12/10/2017 09:41:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 15 secs - - - - 0.4 0.0 20.7 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 30 secs - - - - 0.4 0.0 20.4 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 60 secs - - - - 0.4 0.0 20.4 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 90 secs - - - - 0.4 0.0 20.4 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 120 secs - - - - 0.4 0.0 20.4 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 180 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 240 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA5 1 50 3 (2) --- 4.00 to 8.00 300 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA5 1 50 3 (3) 8.00 8.24 4.00 to 8.00 12/10/2017 09:47:00 - - - 4.05 - - - - - -

BHA5 1 50 4 8.00 --- 4.00 to 8.00 23/10/2017 14:53:00 1005 1008 0.0(I) - - - - - - -

BHA5 1 50 4 --- 4.00 to 8.00 30 secs - - 0.0(SS) - - - - - - -

BHA5 1 50 4 (2) 8.00 --- 4.00 to 8.00 23/10/2017 14:54:00 - - - - 0.1 0.0 20.9 - 0 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 15 secs - - - - 0.5 0.0 20.6 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 30 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 60 secs - - - - 0.5 0.0 20.2 - 2 0
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BHA5 1 50 4 (2) --- 4.00 to 8.00 90 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 120 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 180 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 240 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (2) --- 4.00 to 8.00 300 secs - - - - 0.5 0.0 20.2 - 2 0

BHA5 1 50 4 (3) 8.00 8.20 4.00 to 8.00 23/10/2017 15:00:00 - - - 4.00 - - - - - -

BHA6 1 50 1 12.00 --- 8.00 to 12.00 22/09/2017 1012 1012 0.1(I) - - - - - - -

BHA6 1 50 1 (2) 12.00 --- 8.00 to 12.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 15 secs - - - - 1.3 0.0 16.7 0.0 2 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 30 secs - - - - 1.4 0.0 14.6 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 60 secs - - - - 1.4 0.0 14.4 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 90 secs - - - - 1.4 0.0 14.4 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 120 secs - - - - 1.4 0.0 14.3 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 180 secs - - - - 1.4 0.0 14.2 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 240 secs - - - - 1.4 0.0 14.2 0.0 3 0

BHA6 1 50 1 (2) --- 8.00 to 12.00 300 secs - - - - 1.4 0.0 14.2 0.0 3 0

BHA6 1 50 1 (3) 12.00 11.84 8.00 to 12.00 22/09/2017 00:07:00 - - - 7.97 - - - - - -

BHA6 1 50 1 12.00 --- 8.00 to 12.00 26/09/2017 00:00:30 - - 0.1(SS) - - - - - - -

BHA6 1 50 2 12.00 --- 8.00 to 12.00 04/10/2017 16:46:00 1007 1008 -2.9(I) - - - - - - -

BHA6 1 50 2 --- 8.00 to 12.00 360 secs - - -0.4(SS) - - - - - - -

BHA6 1 50 2 (2) 12.00 --- 8.00 to 12.00 04/10/2017 16:53:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 15 secs - - - - 1.4 0.0 15.3 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 30 secs - - - - 1.5 0.0 12.0 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 60 secs - - - - 1.8 0.0 10.1 0.0 1 0
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BHA6 1 50 2 (2) --- 8.00 to 12.00 90 secs - - - - 1.9 0.0 9.6 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 120 secs - - - - 1.9 0.0 9.4 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 180 secs - - - - 2.0 0.0 9.1 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 240 secs - - - - 1.9 0.0 9.6 0.0 1 0

BHA6 1 50 2 (2) --- 8.00 to 12.00 300 secs - - - - 1.8 0.0 10.1 0.0 1 0

BHA6 1 50 2 (3) 12.00 11.83 8.00 to 12.00 04/10/2017 16:59:00 - - - 8.18 - - - - - -

BHA6 1 50 3 12.00 --- 8.00 to 12.00 12/10/2017 15:40:00 1005 1011 -2.0(I) - - - - - - -

BHA6 1 50 3 --- 8.00 to 12.00 30 secs - - -2.0 - - - - - - -

BHA6 1 50 3 (2) 12.00 --- 8.00 to 12.00 12/10/2017 15:41:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 15 secs - - - - 1.8 0.0 15.7 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 30 secs - - - - 1.9 0.0 8.8 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 60 secs - - - - 1.9 0.0 8.3 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 90 secs - - - - 1.9 0.0 8.2 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 120 secs - - - - 1.9 0.0 8.1 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 180 secs - - - - 1.9 0.0 8.1 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 240 secs - - - - 1.9 0.0 8.0 0.0 1 0

BHA6 1 50 3 (2) --- 8.00 to 12.00 300 secs - - - - 1.9 0.0 8.0 0.0 1 0

BHA6 1 50 3 (3) 12.00 11.84 8.00 to 12.00 12/10/2017 15:47:00 - - - 8.08 - - - - - -

BHA6 1 50 4 12.00 --- 8.00 to 12.00 24/10/2017 09:32:00 1008 1007 0.4(I) - - - - - - -

BHA6 1 50 4 --- 8.00 to 12.00 30 secs - - 0.1(SS) - - - - - - -

BHA6 1 50 4 (2) 12.00 --- 8.00 to 12.00 24/10/2017 09:33:00 - - - - 0.1 0.0 20.9 - 0 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 15 secs - - - - 1.8 0.0 17.3 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 30 secs - - - - 1.8 0.0 8.3 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 60 secs - - - - 1.8 0.0 7.2 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 90 secs - - - - 1.8 0.0 7.1 - 1 0
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BHA6 1 50 4 (2) --- 8.00 to 12.00 120 secs - - - - 1.8 0.0 7.1 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 180 secs - - - - 1.8 0.0 7.1 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 240 secs - - - - 1.7 0.0 7.7 - 1 0

BHA6 1 50 4 (2) --- 8.00 to 12.00 300 secs - - - - 1.8 0.0 7.5 - 1 0

BHA6 1 50 4 (3) 12.00 11.80 8.00 to 12.00 24/10/2017 09:39:00 - - - 8.25 - - - - - -

BHA7 1 50 1 20.00 --- 15.00 to 20.00 26/09/2017 09:52:00 1013 1013 0.0(I) - - - - - - -

BHA7 1 50 1 --- 15.00 to 20.00 180 secs - - 0.0(SS) - - - - - - -

BHA7 1 50 1 (2) 20.00 --- 15.00 to 20.00 26/09/2017 09:56:00 - - - - 0.1 0.0 20.9 - 0 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 15 secs - - - - 0.9 0.0 18.8 - 2 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 30 secs - - - - 0.9 0.0 12.4 - 1 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 60 secs - - - - 0.9 0.0 11.1 - 2 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 90 secs - - - - 0.9 0.0 11.0 - 2 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 120 secs - - - - 0.9 0.0 11.0 - 2 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 180 secs - - - - 0.9 0.0 10.9 - 2 0

BHA7 1 50 1 (2) --- 15.00 to 20.00 240 secs - - - - 0.9 0.0 10.9 - 2 0

BHA7 1 50 1 (3) 20.00 18.01 15.00 to 20.00 26/09/2017 10:01:00 - - - 17.82 0.9 0.0 10.9 - 2 0

BHA7 1 50 2 20.00 --- 15.00 to 20.00 06/10/2017 09:00:00 1017 1017 0.1(I) - - - - - - -

BHA7 1 50 2 --- 15.00 to 20.00 30 secs - - 0.1(SS) - - - - - - -

BHA7 1 50 2 (2) 20.00 --- 15.00 to 20.00 06/10/2017 09:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 15 secs - - - - 1.4 0.0 14.7 0.0 1 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 30 secs - - - - 1.4 0.0 9.3 0.0 2 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 60 secs - - - - 1.4 0.0 9.0 0.0 2 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 90 secs - - - - 1.4 0.0 8.9 0.0 2 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 120 secs - - - - 1.5 0.0 8.9 0.0 2 0
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BHA7 1 50 2 (2) --- 15.00 to 20.00 180 secs - - - - 1.5 0.0 8.9 0.0 2 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 240 secs - - - - 1.5 0.0 8.9 0.0 2 0

BHA7 1 50 2 (2) --- 15.00 to 20.00 300 secs - - - - 1.5 0.0 8.9 0.0 2 0

BHA7 1 50 2 (3) 20.00 18.01 15.00 to 20.00 06/10/2017 09:07:00 - - - 17.70 - - - - - -

BHA7 1 50 3 20.00 --- 15.00 to 20.00 12/10/2017 09:00:00 1010 1010 0.0(I) - - - - - - -

BHA7 1 50 3 --- 15.00 to 20.00 30 secs - - 0.0(SS) - - - - - - -

BHA7 1 50 3 (2) 20.00 --- 15.00 to 20.00 12/10/2017 09:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 15 secs - - - - 1.7 0.0 14.8 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 30 secs - - - - 1.7 0.0 8.9 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 60 secs - - - - 1.7 0.0 8.4 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 90 secs - - - - 1.8 0.0 8.4 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 120 secs - - - - 1.8 0.0 8.4 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 180 secs - - - - 1.8 0.0 8.4 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 240 secs - - - - 1.8 0.0 8.3 0.0 2 0

BHA7 1 50 3 (2) --- 15.00 to 20.00 300 secs - - - - 1.8 0.0 8.3 0.0 2 0

BHA7 1 50 3 (3) 20.00 18.01 15.00 to 20.00 12/10/2017 09:07:00 - - - 16.75 - - - - - -

BHA7 1 50 4 20.00 --- 15.00 to 20.00 23/10/2017 10:17:00 1008 1008 -0.1(I) - - - - - - -

BHA7 1 50 4 --- 15.00 to 20.00 20 secs - - 0.1(SS) - - - - - - -

BHA7 1 50 4 (2) 20.00 --- 15.00 to 20.00 23/10/2017 10:17:40 - - - - 0.1 0.0 20.9 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 15 secs - - - - 2.2 0.0 17.4 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 30 secs - - - - 2.2 0.0 9.2 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 60 secs - - - - 2.2 0.0 8.5 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 90 secs - - - - 2.2 0.0 8.5 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 120 secs - - - - 2.2 0.0 8.5 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 180 secs - - - - 2.2 0.0 8.5 - 0 0
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BHA7 1 50 4 (2) --- 15.00 to 20.00 240 secs - - - - 2.2 0.0 8.7 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 300 secs - - - - 2.2 0.0 8.8 - 0 0

BHA7 1 50 4 (2) --- 15.00 to 20.00 360 secs - - - - 2.2 0.0 8.8 - 0 0

BHA7 1 50 4 (3) 20.00 18.00 15.00 to 20.00 23/10/2017 10:24:40 - - - 17.45 - - - - - -

BHA8 1 50 1 12.00 --- 8.00 to 12.00 26/09/2017 10:41:00 1011 1011 0.1(I) - - - - - - -

BHA8 1 50 1 --- 8.00 to 12.00 30 secs - - 0.1(SS) - - - - - - -

BHA8 1 50 1 (2) 12.00 --- 8.00 to 12.00 26/09/2017 10:42:00 - - - - 0.1 0.0 20.8 0.0 0 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 15 secs - - - - 0.1 0.0 20.6 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 30 secs - - - - 0.1 0.0 20.5 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 60 secs - - - - 0.1 0.0 20.4 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 90 secs - - - - 0.1 0.0 20.4 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 120 secs - - - - 0.1 0.0 20.4 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 180 secs - - - - 0.1 0.0 20.3 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 240 secs - - - - 0.1 0.0 20.3 0.0 1 0

BHA8 1 50 1 (2) --- 8.00 to 12.00 300 secs - - - - 0.1 0.0 20.3 0.0 1 0

BHA8 1 50 1 (3) 12.00 12.03 8.00 to 12.00 26/09/2017 10:48:00 - - - 10.95 - - - - - -

BHA8 1 50 2 12.00 --- 8.00 to 12.00 06/10/2017 08:48:00 1013 1013 0.0(I) - - - - - - -

BHA8 1 50 2 --- 8.00 to 12.00 30 secs - - 0.0(SS) - - - - - - -

BHA8 1 50 2 (2) 12.00 --- 8.00 to 12.00 06/10/2017 08:49:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 15 secs - - - - 0.1 0.0 21.0 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 30 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 60 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 90 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 120 secs - - - - 0.1 0.0 20.9 0.0 0 0
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BHA8 1 50 2 (2) --- 8.00 to 12.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 240 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA8 1 50 2 (2) --- 8.00 to 12.00 300 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA8 1 50 2 (3) 12.00 12.05 8.00 to 12.00 06/10/2017 08:55:00 - - - 11.20 - - - - - -

BHA8 1 50 3 12.00 --- 8.00 to 12.00 12/10/2017 10:12:00 1012 1012 -0.1(I) - - - - - - -

BHA8 1 50 3 --- 8.00 to 12.00 30 secs - - -0.1(SS) - - - - - - -

BHA8 1 50 3 (2) 12.00 --- 8.00 to 12.00 12/10/2017 10:13:00 - - - - 0.1 0.0 20.9 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 30 secs - - - - 0.6 0.0 19.5 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 60 secs - - - - 0.6 0.0 18.1 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 90 secs - - - - 0.6 0.0 17.9 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 120 secs - - - - 0.6 0.0 17.9 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 180 secs - - - - 0.6 0.0 17.9 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 240 secs - - - - 0.6 0.0 17.9 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 300 secs - - - - 0.6 0.0 17.8 - 0 0

BHA8 1 50 3 (2) --- 8.00 to 12.00 360 secs - - - - 0.6 0.0 17.8 - 0 0

BHA8 1 50 3 (3) 12.00 12.04 8.00 to 12.00 12/10/2017 10:20:00 - - - 10.80 0.6 0.0 17.8 - 0 0

BHA8 1 50 4 12.00 --- 8.00 to 12.00 23/10/2017 11:10:00 1009 1009 0.1(I) - - - - - - -

BHA8 1 50 4 --- 8.00 to 12.00 20 secs - - 0.0(SS) - - - - - - -

BHA8 1 50 4 (2) 12.00 --- 8.00 to 12.00 23/10/2017 11:10:40 - - - - 0.1 0.0 20.9 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 15 secs - - - - 1.3 0.0 18.8 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 30 secs - - - - 1.3 0.0 15.5 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 60 secs - - - - 1.4 0.0 15.1 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 90 secs - - - - 1.4 0.0 15.1 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 120 secs - - - - 1.4 0.0 15.1 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 180 secs - - - - 1.3 0.0 15.3 - 0 0

Gas
Flow
(l/hr)

Water
Depth
(mbgl)

Borehole
Pressure

(mb)

Exploratory
Position

ID

Pipe
diameter

(mm)
Response Zone

Atmos
Pressure

(mb)
Pipe
ref

Monitoring
Round Date & Time

of Monitoring
(elapsed time)

Measured
Installation

Depth
(mbgl)

Reported
Installation

Depth
(m)

Hydrogen
Sulphide

(ppm)

Carbon
Monoxide

(ppm)

Carbon
Dioxide
(% / vol)

Methane

(% / vol)

Oxygen

(% / vol)

LEL

(%)

16     of    80

313582

IN-SITU GAS MONITORING RESULTS

Key: I = Initial, P = Peak, SS = Steady State.  Note: LEL = Lower Explosive Limit = 5% v/v.

DateCompiled By Checked By Date

GINT_LIBRARY_V8_06.GLB : E - GAS MON - STANDARD - 6A - A4L : 313582 - M1 JUNCTION 15 MAIN SITE.GPJ : 13/11/17 13:58 : HS2 :

Contract:

Contract Ref:

Page:

13/11/17

M1 Junction 15 Main Site

RSK Environment Ltd
Abbey Park

Humber Road
Coventry
CV3 4AQ



BHA8 1 50 4 (2) --- 8.00 to 12.00 240 secs - - - - 1.3 0.0 15.3 - 0 0

BHA8 1 50 4 (2) --- 8.00 to 12.00 300 secs - - - - 1.3 0.0 15.3 - 0 0

BHA8 1 50 4 (3) 12.00 12.05 8.00 to 12.00 23/10/2017 11:16:40 - - - 10.15 - - - - - -

BHA9 1 50 1 12.00 --- 6.00 to 12.00 22/09/2017 1011 1011 0.0(I) - - - - - - -

BHA9 1 50 1 (2) 12.00 --- 6.00 to 12.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 15 secs - - - - 0.4 0.0 20.2 0.0 2 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 30 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 60 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 90 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 120 secs - - - - 0.4 0.0 20.3 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 180 secs - - - - 0.5 0.0 20.2 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 240 secs - - - - 0.5 0.0 20.2 0.0 1 0

BHA9 1 50 1 (2) --- 6.00 to 12.00 300 secs - - - - 0.6 0.0 20.1 0.0 1 0

BHA9 1 50 1 (3) 12.00 10.97 6.00 to 12.00 22/09/2017 00:07:00 - - - 6.76 - - - - - -

BHA9 1 50 1 12.00 --- 6.00 to 12.00 27/09/2017 00:00:30 - - 0.0(SS) - - - - - - -

BHA9 1 50 2 12.00 --- 6.00 to 12.00 04/10/2017 1013 1013 0.0(I) - - - - - - -

BHA9 1 50 2 --- 6.00 to 12.00 30 secs - - 0.0(SS) - - - - - - -

BHA9 1 50 2 (2) 12.00 --- 6.00 to 12.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 15 secs - - - - 0.1 0.0 20.1 0.0 1 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 30 secs - - - - 0.1 0.0 20.0 0.0 2 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 60 secs - - - - 0.2 0.0 19.9 0.0 1 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 90 secs - - - - 0.4 0.0 19.8 0.0 1 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 120 secs - - - - 0.7 0.0 19.5 0.0 1 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 180 secs - - - - 1.0 0.0 19.0 0.0 1 0
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BHA9 1 50 2 (2) --- 6.00 to 12.00 240 secs - - - - 1.2 0.0 18.8 0.0 1 0

BHA9 1 50 2 (2) --- 6.00 to 12.00 300 secs - - - - 1.2 0.0 18.8 0.0 2 0

BHA9 1 50 2 (3) 12.00 10.99 6.00 to 12.00 04/10/2017 00:07:00 - - - 6.76 - - - - - -

BHA9 1 50 3 12.00 --- 6.00 to 12.00 12/10/2017 15:00:00 1011 1011 0.0(I) - - - - - - -

BHA9 1 50 3 --- 6.00 to 12.00 30 secs - - 0.0(SS) - - - - - - -

BHA9 1 50 3 (2) 12.00 --- 6.00 to 12.00 12/10/2017 15:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA9 1 50 3 (2) --- 6.00 to 12.00 15 secs - - - - 1.6 0.0 20.2 0.0 11 0

BHA9 1 50 3 (2) --- 6.00 to 12.00 30 secs - - - - 1.7 0.0 19.2 0.0 2 0

BHA9 1 50 3 (2) --- 6.00 to 12.00 60 secs - - - - 1.7 0.0 19.1 0.0 1 0

BHA9 1 50 3 (2) --- 6.00 to 12.00 90 secs - - - - 1.7 0.0 19.1 0.0 1 0

BHA9 1 50 3 12.00 --- 6.00 to 12.00 12/10/2017 15:03:00 - - - - 1.7 0.0 19.1 0.0 1 0

BHA9 1 50 3 (2) 12.00 --- 6.00 to 12.00 12/10/2017 15:04:00 - - - - 1.7 0.0 19.1 0.0 1 0

BHA9 1 50 3 (2) --- 6.00 to 12.00 240 secs - - - - 1.7 0.0 19.0 0.0 1 0

BHA9 1 50 3 (3) 12.00 --- 6.00 to 12.00 12/10/2017 15:06:00 - - - - 1.7 0.0 19.1 0.0 1 0

BHA9 1 50 3 (3) 10.00 6.00 to 12.00 360 secs - - - 6.77 - - - - - -

BHA9 1 50 4 12.00 --- 6.00 to 12.00 23/10/2017 12:36:00 1010 1010 -0.1(I) - - - - - - -

BHA9 1 50 4 --- 6.00 to 12.00 20 secs - - -0.1(SS) - - - - - - -

BHA9 1 50 4 (2) 12.00 --- 6.00 to 12.00 23/10/2017 12:36:40 - - - - 0.1 0.0 20.9 - 0 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 15 secs - - - - 1.4 0.0 20.2 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 30 secs - - - - 1.3 0.0 19.5 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 60 secs - - - - 1.3 0.0 19.4 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 90 secs - - - - 1.3 0.0 19.4 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 120 secs - - - - 1.3 0.0 19.4 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 180 secs - - - - 1.3 0.0 19.4 - 1 0

BHA9 1 50 4 (2) --- 6.00 to 12.00 240 secs - - - - 1.3 0.0 19.4 - 1 0
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BHA9 1 50 4 (2) --- 6.00 to 12.00 300 secs - - - - 1.3 0.0 19.4 - 1 0

BHA9 1 50 4 (3) 12.00 10.00 6.00 to 12.00 23/10/2017 12:42:40 - - - 6.79 - - - - - -

BHA10 1 50 1 16.00 --- 12.00 to 16.00 22/09/2017 10:30:00 1007 1009 -1.3(I) - - - - - - -

BHA10 1 50 1 --- 12.00 to 16.00 30 secs - - -1.3(SS) - - - - - - -

BHA10 1 50 1 (2) 16.00 --- 12.00 to 16.00 22/09/2017 10:31:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 15 secs - - - - 0.7 0.0 19.2 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 30 secs - - - - 0.7 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 60 secs - - - - 0.7 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 90 secs - - - - 0.7 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 120 secs - - - - 0.7 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 180 secs - - - - 0.6 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 240 secs - - - - 0.6 0.0 18.4 0.0 3 0

BHA10 1 50 1 (2) --- 12.00 to 16.00 300 secs - - - - 0.6 0.0 18.4 0.0 3 0

BHA10 1 50 1 (3) 16.00 15.80 12.00 to 16.00 22/09/2017 10:37:00 - - - 14.48 - - - - - -

BHA10 1 50 2 16.00 --- 12.00 to 16.00 06/10/2017 10:06:00 1011 1014 -1.8(I) - - - - - - -

BHA10 1 50 2 --- 12.00 to 16.00 30 secs - - -1.8(SS) - - - - - - -

BHA10 1 50 2 (2) 16.00 --- 12.00 to 16.00 06/10/2017 10:07:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 15 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 30 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 60 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 90 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 120 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 2 (2) --- 12.00 to 16.00 240 secs - - - - 0.1 0.0 20.7 0.0 0 0
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BHA10 1 50 2 (2) --- 12.00 to 16.00 300 secs - - - - 0.1 0.0 20.7 0.0 0 0

BHA10 1 50 2 (3) 16.00 15.78 12.00 to 16.00 06/10/2017 10:13:00 - - - 14.53 - - - - - -

BHA10 1 50 3 16.00 --- 12.00 to 16.00 12/10/2017 14:20:00 1007 1011 -1.9(I) - - - - - - -

BHA10 1 50 3 --- 12.00 to 16.00 30 secs - - -1.9(SS) - - - - - - -

BHA10 1 50 3 (2) 16.00 --- 12.00 to 16.00 12/10/2017 14:21:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 15 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 30 secs - - - - 0.1 0.0 20.8 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 60 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 90 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 120 secs - - - - 0.1 0.0 20.9 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 180 secs - - - - 0.1 0.0 21.0 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 240 secs - - - - 0.1 0.0 21.0 0.0 0 0

BHA10 1 50 3 (2) --- 12.00 to 16.00 300 secs - - - - 0.1 0.0 21.0 0.0 0 0

BHA10 1 50 3 (3) 16.00 15.80 12.00 to 16.00 12/10/2017 14:27:00 - - - 14.50 - - - - - -

BHA10 1 50 4 16.00 --- 12.00 to 16.00 23/10/2017 12:10:00 1009 1009 0.0(I) - - - - - - -

BHA10 1 50 4 --- 12.00 to 16.00 15 secs - - 0.0(SS) - - - - - - -

BHA10 1 50 4 (2) 16.00 --- 12.00 to 16.00 23/10/2017 12:10:30 - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 15 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 30 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 60 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 90 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 120 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 180 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 240 secs - - - - 0.1 0.0 20.9 - 0 0

BHA10 1 50 4 (2) --- 12.00 to 16.00 300 secs - - - - 0.1 0.0 20.9 - 0 0
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BHA10 1 50 4 (3) 16.00 15.80 12.00 to 16.00 23/10/2017 12:16:30 - - - 14.50 - - - - - -

BHA11 1 50 1 4.00 --- 1.00 to 4.00 22/09/2017 13:46:00 1011 1011 0.0(I) - - - - - - -

BHA11 1 50 1 --- 1.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

BHA11 1 50 1 (2) 4.00 --- 1.00 to 4.00 22/09/2017 13:47:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 15 secs - - - - 1.4 0.0 18.7 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 30 secs - - - - 1.3 0.0 18.7 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 60 secs - - - - 1.3 0.0 18.6 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 90 secs - - - - 1.3 0.0 18.6 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 120 secs - - - - 1.3 0.0 18.6 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 180 secs - - - - 1.3 0.0 18.7 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 240 secs - - - - 1.3 0.0 18.7 0.0 2 0

BHA11 1 50 1 (2) --- 1.00 to 4.00 300 secs - - - - 1.3 0.0 18.7 0.0 2 0

BHA11 1 50 1 (3) 4.00 4.20 1.00 to 4.00 22/09/2017 13:53:00 - - - 3.95 - - - - - -

BHA11 1 50 2 4.00 --- 1.00 to 4.00 04/10/2017 16:02:00 1009 1009 -0.1(I) - - - - - - -

BHA11 1 50 2 --- 1.00 to 4.00 30 secs - - -0.1(SS) - - - - - - -

BHA11 1 50 2 (2) 4.00 --- 1.00 to 4.00 04/10/2017 16:03:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 15 secs - - - - 1.3 0.0 19.3 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 30 secs - - - - 1.3 0.0 18.9 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 60 secs - - - - 1.3 0.0 18.9 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 90 secs - - - - 1.3 0.0 18.9 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 120 secs - - - - 1.3 0.0 18.9 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 180 secs - - - - 1.3 0.0 18.8 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 240 secs - - - - 1.3 0.0 18.8 0.0 1 0

BHA11 1 50 2 (2) --- 1.00 to 4.00 300 secs - - - - 1.3 0.0 18.8 0.0 1 0
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BHA11 1 50 2 (3) 4.00 4.16 1.00 to 4.00 04/10/2017 16:09:00 - - - 3.97 - - - - - -

BHA11 1 50 3 4.00 --- 1.00 to 4.00 12/10/2017 11:59:00 1014 1014 0.3(I) - - - - - - -

BHA11 1 50 3 --- 1.00 to 4.00 30 secs - - 0.2(SS) - - - - - - -

BHA11 1 50 3 (2) 4.00 --- 1.00 to 4.00 12/10/2017 12:00:00 - - - - 0.1 0.0 20.9 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 60 secs - - - - 2.1 0.0 19.1 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 90 secs - - - - 2.0 0.0 17.6 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 120 secs - - - - 2.0 0.0 17.6 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 150 secs - - - - 2.0 0.0 17.6 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 180 secs - - - - 2.0 0.0 17.5 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 240 secs - - - - 2.0 0.0 17.5 - 0 0

BHA11 1 50 3 (2) --- 1.00 to 4.00 300 secs - - - - 2.0 0.0 17.5 - 0 0

BHA11 1 50 3 (3) 4.00 4.19 1.00 to 4.00 12/10/2017 12:07:00 - - - 3.95 2.0 0.0 17.5 - 0 0

BHA11 1 50 4 4.00 --- 1.00 to 4.00 24/10/2017 10:25:00 1009 1009 0.0(I) - - - - - - -

BHA11 1 50 4 --- 1.00 to 4.00 20 secs - - 0.0(SS) - - - - - - -

BHA11 1 50 4 (2) 4.00 --- 1.00 to 4.00 24/10/2017 10:25:40 - - - - 0.1 0.0 20.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 15 secs - - - - 1.6 0.0 20.4 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 30 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 60 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 90 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 120 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 180 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 240 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (2) --- 1.00 to 4.00 300 secs - - - - 1.5 0.0 19.9 - 0 0

BHA11 1 50 4 (3) 4.00 4.18 1.00 to 4.00 24/10/2017 10:31:40 - - - 3.96 - - - - - -
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BHA12 1 50 1 9.00 --- 8.00 to 9.00 26/09/2017 1011 1011 0.0(I) - - - - - - -

BHA12 1 50 1 --- 8.00 to 9.00 30 secs - - 0.0(SS) - - - - - - -

BHA12 1 50 1 (2) 9.00 --- 8.00 to 9.00 26/09/2017 00:01:00 - - - - 0.1 0.0 20.9 0.0 0 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 15 secs - - - - 0.1 0.0 19.2 0.0 5 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 30 secs - - - - 0.0 0.0 19.2 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 60 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 90 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 120 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 180 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 240 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (2) --- 8.00 to 9.00 300 secs - - - - 0.0 0.0 19.1 0.0 6 0

BHA12 1 50 1 (3) 9.00 7.97 8.00 to 9.00 26/09/2017 00:07:00 - - - 7.08 - - - - - -

BHA12 1 50 2 9.00 --- 8.00 to 9.00 04/10/2017 1025 1012 0.0(I) - - - - - - -

BHA12 1 50 2 --- 8.00 to 9.00 30 secs - - 0.0(SS) - - - - - - -

BHA12 1 50 2 (2) 9.00 --- 8.00 to 9.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 15 secs - - - - 0.2 0.0 19.4 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 30 secs - - - - 0.2 0.0 18.2 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 60 secs - - - - 0.2 0.0 18.0 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 90 secs - - - - 0.2 0.0 18.0 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 120 secs - - - - 0.2 0.0 18.0 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 180 secs - - - - 0.2 0.0 18.0 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 240 secs - - - - 0.2 0.0 17.9 0.0 5 0

BHA12 1 50 2 (2) --- 8.00 to 9.00 300 secs - - - - 0.2 0.0 17.9 0.0 5 0

BHA12 1 50 2 (3) 9.00 8.02 8.00 to 9.00 04/10/2017 00:07:00 - - - 6.90 - - - - - -
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CP1 1 50 1 15.00 --- 8.00 to 15.00 22/09/2017 10:15:00 1008 1009 -0.7(I) - - - - - - -

CP1 1 50 1 --- 8.00 to 15.00 30 secs - - -0.7(SS) - - - - - - -

CP1 1 50 1 (2) 15.00 --- 8.00 to 15.00 22/09/2017 10:16:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 15 secs - - - - 1.5 0.0 19.1 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 30 secs - - - - 1.4 0.0 18.6 0.0 1 0

CP1 1 50 1 (2) --- 8.00 to 15.00 60 secs - - - - 1.4 0.0 18.5 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 90 secs - - - - 1.4 0.0 18.5 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 120 secs - - - - 1.4 0.0 18.5 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 180 secs - - - - 1.4 0.0 18.5 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 240 secs - - - - 1.4 0.0 18.6 0.0 0 0

CP1 1 50 1 (2) --- 8.00 to 15.00 300 secs - - - - 1.4 0.0 18.6 0.0 0 0

CP1 1 50 1 (3) 15.00 11.35 8.00 to 15.00 22/09/2017 10:22:00 - - - DRY - - - - - -

CP1 1 50 2 15.00 --- 8.00 to 15.00 06/10/2017 09:49:00 1011 1014 -1.6(I) - - - - - - -

CP1 1 50 2 --- 8.00 to 15.00 30 secs - - -1.6(SS) - - - - - - -

CP1 1 50 2 (2) 15.00 --- 8.00 to 15.00 06/10/2017 09:50:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 15 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 30 secs - - - - 1.4 0.0 17.2 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 60 secs - - - - 1.5 0.0 17.2 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 90 secs - - - - 1.4 0.0 17.2 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 120 secs - - - - 1.4 0.0 17.2 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 180 secs - - - - 1.4 0.0 17.2 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 240 secs - - - - 1.4 0.0 17.3 0.0 0 0

CP1 1 50 2 (2) --- 8.00 to 15.00 300 secs - - - - 1.4 0.0 17.3 0.0 0 0

CP1 1 50 2 (3) 15.00 11.42 8.00 to 15.00 06/10/2017 09:56:00 - - - DRY - - - - - -

CP1 1 50 3 15.00 --- 8.00 to 15.00 12/10/2017 14:40:00 1009 1011 -1.3(I) - - - - - - -
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CP1 1 50 3 --- 8.00 to 15.00 30 secs - - -1.3(SS) - - - - - - -

CP1 1 50 3 (2) 15.00 --- 8.00 to 15.00 12/10/2017 14:41:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 15 secs - - - - 1.3 0.0 19.8 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 30 secs - - - - 1.5 0.0 18.2 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 60 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 90 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 120 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 180 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 240 secs - - - - 1.5 0.0 18.0 0.0 0 0

CP1 1 50 3 (2) --- 8.00 to 15.00 300 secs - - - - 1.5 0.0 17.9 0.0 0 0

CP1 1 50 3 (3) 15.00 11.43 8.00 to 15.00 12/10/2017 14:47:00 - - - DRY - - - - - -

CP1 1 50 4 15.00 --- 8.00 to 15.00 23/10/2017 12:19:00 1009 1009 -0.1(I) - - - - - - -

CP1 1 50 4 --- 8.00 to 15.00 20 secs - - -0.1(SS) - - - - - - -

CP1 1 50 4 (2) 15.00 --- 8.00 to 15.00 23/10/2017 12:19:40 - - - - 0.1 0.0 20.9 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 15 secs - - - - 1.0 0.0 20.1 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 30 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 60 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 90 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 120 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 180 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 240 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (2) --- 8.00 to 15.00 300 secs - - - - 1.0 0.0 19.0 - 0 0

CP1 1 50 4 (3) 15.00 11.40 8.00 to 15.00 23/10/2017 12:25:40 - - - 11.40 - - - - - -

CP2 1 50 1 20.00 --- 14.00 to 20.00 22/09/2017 10:43:00 1007 1009 -1.4(I) - - - - - - -
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CP2 1 50 1 --- 14.00 to 20.00 30 secs - - -1.4(SS) - - - - - - -

CP2 1 50 1 (2) 20.00 --- 14.00 to 20.00 22/09/2017 10:44:00 - - - - 0.1 0.0 21.0 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 15 secs - - - - 0.4 0.0 20.5 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 30 secs - - - - 0.3 0.0 20.4 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 60 secs - - - - 0.3 0.0 20.4 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 90 secs - - - - 0.3 0.0 20.4 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 120 secs - - - - 0.3 0.0 20.4 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 180 secs - - - - 0.3 0.0 20.5 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 240 secs - - - - 0.3 0.0 20.5 0.0 1 0

CP2 1 50 1 (2) --- 14.00 to 20.00 300 secs - - - - 0.3 0.0 20.6 0.0 1 0

CP2 1 50 1 (3) 20.00 19.55 14.00 to 20.00 22/09/2017 10:50:00 - - - 16.92 - - - - - -

CP2 1 50 2 20.00 --- 14.00 to 20.00 06/10/2017 10:20:00 1009 1014 -2.5(I) - - - - - - -

CP2 1 50 2 --- 14.00 to 20.00 30 secs - - -2.5(SS) - - - - - - -

CP2 1 50 2 (2) 20.00 --- 14.00 to 20.00 06/10/2017 10:21:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 15 secs - - - - 1.1 0.0 20.0 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 30 secs - - - - 1.1 0.0 19.9 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 60 secs - - - - 1.0 0.0 19.8 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 90 secs - - - - 1.0 0.0 19.9 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 120 secs - - - - 1.0 0.0 19.9 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 180 secs - - - - 1.0 0.0 19.9 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 240 secs - - - - 0.9 0.0 20.0 0.0 0 0

CP2 1 50 2 (2) --- 14.00 to 20.00 300 secs - - - - 0.9 0.0 20.0 0.0 0 0

CP2 1 50 2 (3) 20.00 19.52 14.00 to 20.00 06/10/2017 10:27:00 - - - 16.95 - - - - - -

CP2 1 50 3 20.00 --- 14.00 to 20.00 12/10/2017 13:55:00 1006 1011 -2.8(I) - - - - - - -

CP2 1 50 3 --- 14.00 to 20.00 30 secs - - -2.8(SS) - - - - - - -
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CP2 1 50 3 (2) 20.00 --- 14.00 to 20.00 12/10/2017 13:56:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 15 secs - - - - 0.2 0.0 20.2 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 30 secs - - - - 0.2 0.0 20.2 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 60 secs - - - - 0.2 0.0 20.1 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 90 secs - - - - 0.2 0.0 20.1 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 120 secs - - - - 0.2 0.0 20.1 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 180 secs - - - - 0.3 0.0 20.1 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 240 secs - - - - 0.3 0.0 20.0 0.0 0 0

CP2 1 50 3 (2) --- 14.00 to 20.00 300 secs - - - - 0.3 0.0 20.0 0.0 0 0

CP2 1 50 3 (3) 20.00 19.56 14.00 to 20.00 12/10/2017 14:02:00 - - - 16.95 - - - - - -

CP2 1 50 4 20.00 --- 14.00 to 20.00 23/10/2017 11:49:00 1008 1008 0.0(I) - - - - - - -

CP2 1 50 4 --- 14.00 to 20.00 20 secs - - 0.0(SS) - - - - - - -

CP2 1 50 4 (2) 20.00 --- 14.00 to 20.00 23/10/2017 11:49:40 - - - - 0.1 0.0 20.9 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 15 secs - - - - 0.2 0.0 20.9 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 30 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 60 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 90 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 120 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 180 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 240 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (2) --- 14.00 to 20.00 300 secs - - - - 0.2 0.0 20.8 - 0 0

CP2 1 50 4 (3) 20.00 19.55 14.00 to 20.00 23/10/2017 11:55:40 - - - 16.92 - - - - - -

CP5 1 50 1 8.00 --- 4.00 to 8.00 22/09/2017 1013 1013 0.1(I) - - - - - - -

CP5 1 50 1 --- 4.00 to 8.00 30 secs - - 0.1(SS) - - - - - - -
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CP5 1 50 1 (2) 8.00 --- 4.00 to 8.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 15 secs - - - - 1.9 0.0 18.2 0.0 4 0

CP5 1 50 1 (2) --- 4.00 to 8.00 30 secs - - - - 1.9 0.0 16.5 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 60 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 90 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 120 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 180 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 240 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (2) --- 4.00 to 8.00 300 secs - - - - 1.9 0.0 16.4 0.0 0 0

CP5 1 50 1 (3) 8.00 6.42 4.00 to 8.00 22/09/2017 00:07:00 - - - 5.40 - - - - - -

CP5 1 50 2 8.00 --- 4.00 to 8.00 04/10/2017 14:37:00 1009 1009 0.2(I) - - - - - - -

CP5 1 50 2 --- 4.00 to 8.00 30 secs - - 0.2(SS) - - - - - - -

CP5 1 50 2 (2) 8.00 --- 4.00 to 8.00 04/10/2017 14:38:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 15 secs - - - - 1.8 0.0 18.5 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 30 secs - - - - 1.8 0.0 18.1 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 60 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 90 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 120 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 180 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 240 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (2) --- 4.00 to 8.00 300 secs - - - - 1.8 0.0 18.0 0.0 0 0

CP5 1 50 2 (3) 8.00 6.48 4.00 to 8.00 04/10/2017 14:44:00 - - - 5.50 - - - - - -

CP5 1 50 3 8.00 --- 4.00 to 8.00 12/10/2017 11:00:00 1012 1013 0.0(I) - - - - - - -

CP5 1 50 3 --- 4.00 to 8.00 30 secs - - 0.0(SS) - - - - - - -

CP5 1 50 3 (2) 8.00 --- 4.00 to 8.00 12/10/2017 11:01:00 - - - - 0.1 0.0 20.9 - 0 0
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CP5 1 50 3 (2) --- 4.00 to 8.00 30 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 60 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 90 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 120 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 180 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 240 secs - - - - 0.2 0.0 20.8 - 0 0

CP5 1 50 3 (2) --- 4.00 to 8.00 300 secs - - - - 0.3 0.0 20.6 - 0 0

CP5 1 50 3 (3) 8.00 6.45 4.00 to 8.00 12/10/2017 11:09:00 - - - 5.44 0.5 0.0 20.3 - 0 0

CP5 1 50 4 8.00 --- 4.00 to 8.00 24/10/2017 11:57:00 1009 1009 0.1(I) - - - - - - -

CP5 1 50 4 --- 4.00 to 8.00 20 secs - - 0.0(SS) - - - - - - -

CP5 1 50 4 (2) 8.00 --- 4.00 to 8.00 24/10/2017 11:57:40 - - - - 0.1 0.0 20.9 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 15 secs - - - - 1.6 0.0 19.7 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 30 secs - - - - 1.5 0.0 18.6 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 60 secs - - - - 1.5 0.0 18.5 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 90 secs - - - - 1.5 0.0 18.5 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 120 secs - - - - 1.5 0.0 18.5 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 180 secs - - - - 1.5 0.0 18.5 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 240 secs - - - - 1.5 0.0 18.5 - 0 0

CP5 1 50 4 (2) --- 4.00 to 8.00 300 secs - - - - 1.5 0.0 18.4 - 0 0

CP5 1 50 4 (3) 8.00 6.47 4.00 to 8.00 24/10/2017 12:03:40 - - - 5.45 - - - - - -

CP8 1 50 1 9.10 --- 2.00 to 5.00 25/09/2017 1012 1012 0.0(I) - - - - - - -

CP8 1 50 1 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

CP8 1 50 1 (2) 9.10 --- 2.00 to 5.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.0 20.8 0.0 2 0
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CP8 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 20.6 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 20.6 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 0.3 0.0 20.6 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP8 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP8 1 50 1 (3) 9.10 2.40 2.00 to 5.00 25/09/2017 00:07:00 - - - 2.14 - - - - - -

CP8 1 50 2 9.10 --- 2.00 to 5.00 06/10/2017 10:25:00 1018 1018 0.2(I) - - - - - - -

CP8 1 50 2 --- 2.00 to 5.00 30 secs - - 0.2(SS) - - - - - - -

CP8 1 50 2 (2) 9.10 --- 2.00 to 5.00 06/10/2017 10:26:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP8 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP8 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP8 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 0.4 0.0 20.6 0.0 1 0

CP8 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 0.4 0.0 20.6 0.0 0 0

CP8 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 0.4 0.0 20.6 0.0 0 0

CP8 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 0.5 0.0 20.6 0.0 1 0

CP8 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 0.5 0.0 20.6 0.0 1 0

CP8 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 0.5 0.0 20.6 0.0 1 0

CP8 1 50 2 (3) 9.10 2.41 2.00 to 5.00 06/10/2017 10:32:00 - - - 1.87 - - - - - -

CP8 1 50 3 9.10 --- 2.00 to 5.00 12/10/2017 13:59:00 1015 1015 0.0(I) - - - - - - -

CP8 1 50 3 --- 2.00 to 5.00 30 secs - - 10.1(SS) - - - - - - -

CP8 1 50 3 (2) 9.10 --- 2.00 to 5.00 12/10/2017 14:00:00 - - - - 0.1 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 0.2 0.0 20.9 - 0 0
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CP8 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 0.2 0.0 20.9 - 0 0

CP8 1 50 3 (3) 9.10 2.40 2.00 to 5.00 12/10/2017 14:06:00 - - - 1.85 0.2 0.0 20.9 - 0 0

CP8 1 50 4 9.10 --- 2.00 to 5.00 24/10/2017 11:45:00 1010 1010 0.1(I) - - - - - - -

CP8 1 50 4 --- 2.00 to 5.00 20 secs - - 0.1(SS) - - - - - - -

CP8 1 50 4 (2) 9.10 --- 2.00 to 5.00 24/10/2017 11:45:40 - - - - 0.1 0.0 20.9 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.0 20.8 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 0.3 0.0 20.7 - 0 0

CP8 1 50 4 (3) 9.10 2.40 2.00 to 5.00 24/10/2017 11:51:40 - - - 1.80 - - - - - -

CP13 1 50 1 13.00 --- 8.00 to 13.00 25/09/2017 1012 1012 0.0(I) - - - - - - -

CP13 1 50 1 --- 8.00 to 13.00 30 secs - - 0.0(SS) - - - - - - -

CP13 1 50 1 (2) 13.00 --- 8.00 to 13.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 15 secs - - - - 0.1 0.0 20.8 0.0 3 0

CP13 1 50 1 (2) --- 8.00 to 13.00 30 secs - - - - 0.2 0.0 20.7 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 60 secs - - - - 0.2 0.0 20.8 0.0 0 0
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CP13 1 50 1 (2) --- 8.00 to 13.00 90 secs - - - - 0.1 0.0 20.8 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 120 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 240 secs - - - - 0.1 0.0 20.8 0.0 0 0

CP13 1 50 1 (2) --- 8.00 to 13.00 300 secs - - - - 1.0 0.0 20.8 0.0 0 0

CP13 1 50 1 (3) 13.00 12.01 8.00 to 13.00 25/09/2017 00:07:00 - - - 2.93 - - - - - -

CP13 1 50 2 13.00 --- 8.00 to 13.00 06/10/2017 10:00:00 1018 1018 0.0(I) - - - - - - -

CP13 1 50 2 --- 8.00 to 13.00 30 secs - - 0.0(SS) - - - - - - -

CP13 1 50 2 (2) 13.00 --- 8.00 to 13.00 06/10/2017 10:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 15 secs - - - - 0.1 0.0 20.9 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 30 secs - - - - 0.1 0.0 21.0 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 60 secs - - - - 0.1 0.0 21.0 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 90 secs - - - - 0.1 0.0 21.1 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 120 secs - - - - 0.1 0.0 21.1 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 180 secs - - - - 0.1 0.0 21.1 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 240 secs - - - - 0.1 0.0 21.1 0.0 0 0

CP13 1 50 2 (2) --- 8.00 to 13.00 300 secs - - - - 0.1 0.0 21.1 0.0 0 0

CP13 1 50 2 (3) 13.00 12.02 8.00 to 13.00 06/10/2017 10:07:00 - - - 3.11 - - - - - -

CP13 1 50 3 13.00 --- 8.00 to 13.00 12/10/2017 09:33:00 1013 1013 0.0(I) - - - - - - -

CP13 1 50 3 --- 8.00 to 13.00 60 secs - - 0.0(SS) - - - - - - -

CP13 1 50 3 (2) 13.00 --- 8.00 to 13.00 12/10/2017 09:35:00 - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 30 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 60 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 90 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 120 secs - - - - 0.1 0.0 20.9 - 0 0
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CP13 1 50 3 (2) --- 8.00 to 13.00 180 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 240 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (2) --- 8.00 to 13.00 300 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 3 (3) 13.00 10.00 8.00 to 13.00 12/10/2017 09:41:00 - - - 3.13 0.1 0.0 20.9 - 0 0

CP13 1 50 4 13.00 --- 8.00 to 13.00 23/10/2017 09:27:00 1010 1010 0.1(I) - - - - - - -

CP13 1 50 4 --- 8.00 to 13.00 20 secs - - 0.0(SS) - - - - - - -

CP13 1 50 4 (2) 13.00 --- 8.00 to 13.00 23/10/2017 09:27:40 - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 15 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 30 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 60 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 90 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 120 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 180 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 240 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (2) --- 8.00 to 13.00 300 secs - - - - 0.1 0.0 20.9 - 0 0

CP13 1 50 4 (3) 13.00 12.00 8.00 to 13.00 23/10/2017 09:33:40 - - - 3.18 - - - - - -

CP16 1 50 1 5.00 --- 2.00 to 5.00 25/09/2017 1010 1012 0.0(I) - - - - - - -

CP16 1 50 1 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

CP16 1 50 1 (2) 5.00 --- 2.00 to 5.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 0.6 0.0 20.6 0.0 1 0

CP16 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 0.5 0.0 20.4 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 20.7 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 0.2 0.0 20.9 0.0 0 0
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CP16 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 0.2 0.0 20.9 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 0.1 0.0 21.0 0.0 0 0

CP16 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 0.1 0.0 21.0 0.0 0 0

CP16 1 50 1 (3) 5.00 4.46 2.00 to 5.00 25/09/2017 00:07:00 - - - 1.80 - - - - - -

CP16 1 50 2 5.00 --- 2.00 to 5.00 06/10/2017 1018 1018 0.0(I) - - - - - - -

CP16 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

CP16 1 50 2 (2) 5.00 --- 2.00 to 5.00 06/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 0.2 0.0 20.8 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 0.2 0.0 20.9 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 0.2 0.0 20.9 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 0.2 0.0 20.9 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 0.2 0.0 20.9 0.0 0 0

CP16 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 0.2 0.0 21.0 0.0 0 0

CP16 1 50 2 (3) 5.00 4.50 2.00 to 5.00 06/10/2017 00:07:00 - - - 1.64 - - - - - -

CP16 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 13:48:00 1014 1014 0.3(I) - - - - - - -

CP16 1 50 3 --- 2.00 to 5.00 60 secs - - 0.2(SS) - - - - - - -

CP16 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 13:50:00 - - - - 0.1 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 0.2 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 40 secs - - - - 0.2 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 0.2 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 0.2 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 0.2 0.0 20.9 - 0 0

CP16 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 0.1 0.0 20.9 - 0 0
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CP16 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 0.1 0.0 20.9 - 0 0

CP16 1 50 3 (3) 5.00 4.50 2.00 to 5.00 12/10/2017 13:55:00 - - - 1.65 0.1 0.0 20.9 - 0 0

CP16 1 50 4 5.00 --- 2.00 to 5.00 24/10/2017 11:36:00 1010 1010 0.0(I) - - - - - - -

CP16 1 50 4 --- 2.00 to 5.00 15 secs - - 0.0(SS) - - - - - - -

CP16 1 50 4 (2) 5.00 --- 2.00 to 5.00 24/10/2017 11:36:30 - - - - 0.1 0.0 20.9 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 0.3 0.0 20.8 - 0 0

CP16 1 50 4 (3) 5.00 4.50 2.00 to 5.00 24/10/2017 11:42:30 - - - 1.60 - - - - - -

WS2 1 50 1 3.00 --- 1.00 to 3.00 22/09/2017 13:14:00 1011 1011 0.0(I) - - - - - - -

WS2 1 50 1 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WS2 1 50 1 (2) 3.00 --- 1.00 to 3.00 22/09/2017 13:15:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS2 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 1.9 0.0 18.7 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 1.8 0.0 18.5 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 1.7 0.0 18.4 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 1.7 0.0 18.4 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 1.7 0.0 18.3 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 1.8 0.0 18.3 0.0 1 0

WS2 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 1.8 0.0 18.2 0.0 1 0
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WS2 1 50 1 (2) --- 1.00 to 3.00 300 secs - - - - 1.8 0.0 18.2 0.0 1 0

WS2 1 50 1 (3) 3.00 2.95 1.00 to 3.00 22/09/2017 13:21:00 - - - DRY - - - - - -

WS2 1 50 2 3.00 --- 1.00 to 3.00 04/10/2017 15:10:00 1009 1009 0.2(I) - - - - - - -

WS2 1 50 2 --- 1.00 to 3.00 30 secs - - 0.2(SS) - - - - - - -

WS2 1 50 2 (2) 3.00 --- 1.00 to 3.00 04/10/2017 15:11:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 2.3 0.0 18.2 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 2.2 0.0 17.9 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 2.2 0.0 17.8 0.0 0 0

WS2 1 50 2 (3) 3.00 2.92 1.00 to 3.00 04/10/2017 15:17:00 - - - DRY - - - - - -

WS2 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 11:26:00 1014 1014 0.2(I) - - - - - - -

WS2 1 50 3 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WS2 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 11:27:00 - - - - 0.1 0.0 20.9 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 2.3 0.0 19.8 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 2.1 0.0 18.4 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 2.1 0.0 18.4 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 2.2 0.0 18.4 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 2.2 0.0 18.3 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 2.2 0.0 18.3 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 2.2 0.0 18.3 - 0 0

WS2 1 50 3 (2) --- 1.00 to 3.00 360 secs - - - - 2.2 0.0 18.3 - 0 0
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WS2 1 50 3 (3) 3.00 2.95 1.00 to 3.00 12/10/2017 11:33:30 - - - 2.95 2.1 0.0 18.3 - 0 0

WS2 1 50 4 3.00 --- 1.00 to 3.00 24/10/2017 09:55:00 1009 1009 0.1(I) - - - - - - -

WS2 1 50 4 --- 1.00 to 3.00 20 secs - - 0.1(SS) - - - - - - -

WS2 1 50 4 (2) 3.00 --- 1.00 to 3.00 24/10/2017 09:56:40 - - - - 0.1 0.0 20.8 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 2.1 0.0 20.2 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 2.0 0.0 19.1 - 0 0

WS2 1 50 4 (3) 3.00 2.95 1.00 to 3.00 24/10/2017 10:02:40 - - - 2.95 - - - - - -

WS4 1 50 1 5.00 --- 2.00 to 5.00 22/09/2017 1013 1013 0.1(I) - - - - - - -

WS4 1 50 1 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WS4 1 50 1 (2) 5.00 --- 2.00 to 5.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 1.4 0.0 19.8 0.0 8 0

WS4 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 1.4 0.0 19.1 0.0 1 0

WS4 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 1.4 0.0 19.1 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 1.4 0.0 19.1 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 1.4 0.0 19.1 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 1.4 0.0 19.2 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 1.4 0.0 19.2 0.0 0 0

WS4 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 1.4 0.0 19.2 0.0 0 0
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WS4 1 50 1 (3) 5.00 4.93 2.00 to 5.00 22/09/2017 00:07:00 - - - DRY - - - - - -

WS4 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 14:21:00 1009 1009 0.0(I) - - - - - - -

WS4 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WS4 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 14:22:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 1.5 0.0 19.5 0.0 1 0

WS4 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 1.4 0.0 18.9 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 1.4 0.0 18.8 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 1.4 0.0 18.8 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 1.4 0.0 18.8 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 1.4 0.0 18.8 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 1.4 0.0 18.7 0.0 0 0

WS4 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 1.4 0.0 18.7 0.0 0 0

WS4 1 50 2 (3) 5.00 4.93 2.00 to 5.00 04/10/2017 14:28:00 - - - DRY - - - - - -

WS4 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 14:24:00 101 101 0.0(I) - - - - - - -

WS4 1 50 3 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WS4 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 14:26:00 - - - - 0.1 0.0 20.9 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 20 secs - - - - 1.2 0.0 20.6 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 40 secs - - - - 1.1 0.0 19.9 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 1.1 0.0 19.8 - 0 0

WS4 1 50 3 (3) 5.00 4.95 2.00 to 5.00 12/10/2017 14:36:00 - - - 4.95 1.1 0.0 19.8 - 0 0

Gas
Flow
(l/hr)

Water
Depth
(mbgl)

Borehole
Pressure

(mb)

Exploratory
Position

ID

Pipe
diameter

(mm)
Response Zone

Atmos
Pressure

(mb)
Pipe
ref

Monitoring
Round Date & Time

of Monitoring
(elapsed time)

Measured
Installation

Depth
(mbgl)

Reported
Installation

Depth
(m)

Hydrogen
Sulphide

(ppm)

Carbon
Monoxide

(ppm)

Carbon
Dioxide
(% / vol)

Methane

(% / vol)

Oxygen

(% / vol)

LEL

(%)

38     of    80

313582

IN-SITU GAS MONITORING RESULTS

Key: I = Initial, P = Peak, SS = Steady State.  Note: LEL = Lower Explosive Limit = 5% v/v.

DateCompiled By Checked By Date

GINT_LIBRARY_V8_06.GLB : E - GAS MON - STANDARD - 6A - A4L : 313582 - M1 JUNCTION 15 MAIN SITE.GPJ : 13/11/17 14:09 : HS2 :

Contract:

Contract Ref:

Page:

13/11/17

M1 Junction 15 Main Site

RSK Environment Ltd
Abbey Park

Humber Road
Coventry
CV3 4AQ



WS4 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 15:23:00 1009 1009 0.0(I) - - - - - - -

WS4 1 50 4 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WS4 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 15:24:00 - - - - 0.1 0.0 20.9 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 1.2 0.0 20.4 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 1.1 0.0 19.7 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 1.1 0.0 19.5 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 1.1 0.0 19.5 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 1.1 0.0 19.4 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 1.2 0.0 19.4 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 1.2 0.0 19.4 - 0 0

WS4 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 1.2 0.0 19.3 - 0 0

WS4 1 50 4 (3) 5.00 4.95 2.00 to 5.00 23/10/2017 15:30:00 - - - 4.95 - - - - - -

WS8 1 50 1 5.00 --- 2.00 to 4.00 22/09/2017 1011 1011 0.1(I) - - - - - - -

WS8 1 50 1 --- 2.00 to 4.00 30 secs - - 0.1(SS) - - - - - - -

WS8 1 50 1 (2) 5.00 --- 2.00 to 4.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 15 secs - - - - 0.6 0.0 20.6 0.0 15 0

WS8 1 50 1 (2) --- 2.00 to 4.00 30 secs - - - - 0.6 0.0 20.4 0.0 3 0

WS8 1 50 1 (2) --- 2.00 to 4.00 60 secs - - - - 0.5 0.0 20.5 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 90 secs - - - - 0.3 0.0 20.6 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 120 secs - - - - 0.3 0.0 20.7 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 180 secs - - - - 0.2 0.0 20.7 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 240 secs - - - - 0.2 0.0 20.7 0.0 0 0

WS8 1 50 1 (2) --- 2.00 to 4.00 300 secs - - - - 0.2 0.0 20.7 0.0 0 0

WS8 1 50 1 (3) 5.00 2.16 2.00 to 4.00 22/09/2017 00:07:00 - - - 1.92 - - - - - -
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WS8 1 50 2 5.00 --- 2.00 to 4.00 06/10/2017 10:33:00 1014 1014 -0.1(I) - - - - - - -

WS8 1 50 2 --- 2.00 to 4.00 30 secs - - -0.1(SS) - - - - - - -

WS8 1 50 2 (2) 5.00 --- 2.00 to 4.00 06/10/2017 10:34:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS8 1 50 2 (2) --- 2.00 to 4.00 15 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 30 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 60 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 90 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 120 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 180 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 240 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (2) --- 2.00 to 4.00 300 secs - - - - 0.3 0.0 20.6 0.0 1 0

WS8 1 50 2 (3) 5.00 2.12 2.00 to 4.00 06/10/2017 10:40:00 - - - 1.77 - - - - - -

WS8 1 50 3 5.00 --- 2.00 to 4.00 12/10/2017 13:35:00 1011 1011 0.0(I) - - - - - - -

WS8 1 50 3 --- 2.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

WS8 1 50 3 (2) 5.00 --- 2.00 to 4.00 12/10/2017 13:36:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 15 secs - - - - 0.2 0.0 20.4 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 30 secs - - - - 0.3 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 60 secs - - - - 0.2 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 90 secs - - - - 0.1 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 120 secs - - - - 0.1 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 180 secs - - - - 0.1 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 240 secs - - - - 0.1 0.0 20.3 0.0 0 0

WS8 1 50 3 (2) --- 2.00 to 4.00 300 secs - - - - 0.1 0.0 20.3 0.0 0 0

WS8 1 50 3 (3) 5.00 2.19 2.00 to 4.00 12/10/2017 13:42:00 - - - 1.78 - - - - - -

WS8 1 50 4 5.00 --- 2.00 to 4.00 23/10/2017 11:58:00 1009 1009 0.1(I) - - - - - - -
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WS8 1 50 4 --- 2.00 to 4.00 20 secs - - -0.1(SS) - - - - - - -

WS8 1 50 4 (2) 5.00 --- 2.00 to 4.00 23/10/2017 11:58:40 - - - - 0.1 0.0 20.9 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 15 secs - - - - 0.8 0.0 20.5 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 30 secs - - - - 0.7 0.0 20.2 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 60 secs - - - - 0.7 0.0 20.2 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 90 secs - - - - 0.7 0.0 20.2 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 120 secs - - - - 0.7 0.0 20.1 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 180 secs - - - - 0.7 0.0 20.1 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 240 secs - - - - 0.7 0.0 20.2 - 0 0

WS8 1 50 4 (2) --- 2.00 to 4.00 300 secs - - - - 0.7 0.0 20.2 - 0 0

WS8 1 50 4 (3) 5.00 2.15 2.00 to 4.00 23/10/2017 12:04:40 - - - 1.80 - - - - - -

WS11 1 50 1 4.00 --- 2.00 to 4.00 22/09/2017 1013 1013 0.0(I) - - - - - - -

WS11 1 50 1 --- 2.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

WS11 1 50 1 (2) 4.00 --- 2.00 to 4.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 15 secs - - - - 2.7 0.0 19.2 0.0 1 0

WS11 1 50 1 (2) --- 2.00 to 4.00 30 secs - - - - 2.7 0.0 18.2 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 60 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 90 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 120 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 180 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 240 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (2) --- 2.00 to 4.00 300 secs - - - - 2.8 0.0 18.1 0.0 0 0

WS11 1 50 1 (3) 4.00 3.77 2.00 to 4.00 22/09/2017 00:07:00 - - - 3.00 - - - - - -

WS11 1 50 2 4.00 --- 2.00 to 4.00 04/10/2017 15:50:00 1012 1012 0.0(I) - - - - - - -
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WS11 1 50 2 --- 2.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

WS11 1 50 2 (2) 4.00 --- 2.00 to 4.00 04/10/2017 15:51:00 - - - - 0.0 0.0 20.9 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 15 secs - - - - 2.7 0.0 18.3 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 30 secs - - - - 2.7 0.0 18.3 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 60 secs - - - - 2.6 0.0 18.2 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 90 secs - - - - 2.6 0.0 18.2 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 120 secs - - - - 2.7 0.0 18.2 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 180 secs - - - - 2.7 0.0 18.2 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 240 secs - - - - 2.7 0.0 18.2 0.0 0 0

WS11 1 50 2 (2) --- 2.00 to 4.00 300 secs - - - - 2.7 0.0 18.2 0.0 0 0

WS11 1 50 2 (3) 4.00 3.75 2.00 to 4.00 04/10/2017 15:57:00 - - - 3.03 - - - - - -

WS11 1 50 3 4.00 --- 2.00 to 4.00 12/10/2017 12:09:00 1014 1014 0.0(I) - - - - - - -

WS11 1 50 3 --- 2.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

WS11 1 50 3 (2) 4.00 --- 2.00 to 4.00 12/10/2017 12:10:00 - - - - 0.1 0.0 20.9 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 30 secs - - - - 2.4 0.0 19.7 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 60 secs - - - - 2.2 0.0 18.3 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 90 secs - - - - 2.3 0.0 18.2 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 120 secs - - - - 2.3 0.0 18.1 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 180 secs - - - - 2.3 0.0 18.1 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 240 secs - - - - 2.3 0.0 18.1 - 0 0

WS11 1 50 3 (2) --- 2.00 to 4.00 300 secs - - - - 2.3 0.0 18.2 - 0 0

WS11 1 50 3 (3) 4.00 3.75 2.00 to 4.00 12/10/2017 12:16:00 - - - 3.00 2.3 0.0 18.2 - 0 0

WS11 1 50 4 4.00 --- 2.00 to 4.00 24/10/2017 10:34:00 1009 1009 -0.1(I) - - - - - - -

WS11 1 50 4 --- 2.00 to 4.00 20 secs - - 0.0(SS) - - - - - - -

WS11 1 50 4 (2) 4.00 --- 2.00 to 4.00 24/10/2017 10:34:40 - - - - 0.1 0.0 20.9 - 0 0
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WS11 1 50 4 (2) --- 2.00 to 4.00 15 secs - - - - 2.5 0.0 20.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 30 secs - - - - 2.3 0.0 19.1 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 60 secs - - - - 2.3 0.0 19.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 90 secs - - - - 2.3 0.0 19.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 120 secs - - - - 2.3 0.0 19.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 180 secs - - - - 2.3 0.0 19.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 240 secs - - - - 2.3 0.0 19.0 - 0 0

WS11 1 50 4 (2) --- 2.00 to 4.00 300 secs - - - - 2.4 0.0 19.0 - 0 0

WS11 1 50 4 (3) 4.00 3.70 2.00 to 4.00 24/10/2017 10:40:40 - - - 3.00 - - - - - -

WSA1 1 50 1 3.00 --- 1.00 to 3.00 22/09/2017 11:23:00 1009 1009 -0.1(I) - - - - - - -

WSA1 1 50 1 --- 1.00 to 3.00 30 secs - - -0.1(SS) - - - - - - -

WSA1 1 50 1 (2) 3.00 --- 1.00 to 3.00 22/09/2017 11:24:00 - - - - 0.1 0.0 20.9 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 2.2 0.0 16.0 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 2.2 0.0 14.2 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 2.2 0.0 14.0 0.0 1 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 2.2 0.0 14.0 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 2.2 0.0 14.0 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 2.2 0.0 14.0 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 2.2 0.0 13.9 0.0 0 0

WSA1 1 50 1 (2) --- 1.00 to 3.00 300 secs - - - - 2.2 0.0 13.9 0.0 0 0

WSA1 1 50 1 (3) 3.00 3.12 1.00 to 3.00 22/09/2017 11:30:00 - - - 1.98 - - - - - -

WSA1 1 50 2 3.00 --- 1.00 to 3.00 04/10/2017 12:51:00 1011 1011 0.1(I) - - - - - - -

WSA1 1 50 2 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA1 1 50 2 (2) 3.00 --- 1.00 to 3.00 04/10/2017 12:52:00 - - - - 0.0 0.0 20.9 0.0 0 0
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WSA1 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 2.5 0.0 13.2 0.0 0 0

WSA1 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 2.5 0.0 11.7 0.0 0 0

WSA1 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 2.5 0.0 11.4 0.0 0 1

WSA1 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 2.5 0.0 11.3 0.0 0 1

WSA1 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 2.5 0.0 11.3 0.0 0 1

WSA1 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 2.5 0.0 11.3 0.0 0 1

WSA1 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 2.5 0.0 11.1 0.0 0 1

WSA1 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 2.5 0.0 11.3 0.0 0 1

WSA1 1 50 2 (3) 3.00 3.10 1.00 to 3.00 04/10/2017 12:58:00 - - - 1.75 - - - - - -

WSA1 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 12:05:00 1012 1012 -0.1(I) - - - - - - -

WSA1 1 50 3 --- 1.00 to 3.00 30 secs - - -0.1(SS) - - - - - - -

WSA1 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 12:06:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 15 secs - - - - 2.4 0.0 17.7 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 2.4 0.0 15.3 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 2.4 0.0 15.1 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 2.4 0.0 15.1 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 2.4 0.0 5.1 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 2.4 0.0 15.1 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 2.4 0.0 15.0 0.0 0 0

WSA1 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 2.4 0.0 15.1 0.0 0 0

WSA1 1 50 3 (3) 3.00 3.13 1.00 to 3.00 12/10/2017 12:12:00 - - - 2.78 - - - - - -

WSA1 1 50 4 3.00 --- 1.00 to 3.00 23/10/2017 12:54:00 1010 1010 0.2(I) - - - - - - -

WSA1 1 50 4 --- 1.00 to 3.00 20 secs - - 0.2(SS) - - - - - - -

WSA1 1 50 4 (2) 3.00 --- 1.00 to 3.00 23/10/2017 12:54:40 - - - - 0.1 0.0 20.9 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 2.7 0.0 19.3 - 0 0
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WSA1 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 2.7 0.0 17.1 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 2.8 0.0 16.9 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 2.8 0.0 16.8 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 2.8 0.0 16.8 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 2.8 0.0 16.9 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 2.8 0.0 16.9 - 0 0

WSA1 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 2.8 0.0 16.9 - 0 0

WSA1 1 50 4 (3) 3.00 3.13 1.00 to 3.00 23/10/2017 13:00:40 - - - 1.80 - - - - - -

WSA2 1 50 1 4.50 --- 2.50 to 4.50 22/09/2017 11:48:00 1010 1010 0.0(I) - - - - - - -

WSA2 1 50 1 --- 2.50 to 4.50 30 secs - - 0.0(SS) - - - - - - -

WSA2 1 50 1 (2) 4.50 --- 2.50 to 4.50 22/09/2017 11:49:00 - - - - 0.1 0.0 20.7 0.0 0 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 15 secs - - - - 1.4 0.0 18.9 0.0 1 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 30 secs - - - - 1.4 0.0 18.4 0.0 1 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 60 secs - - - - 1.4 0.0 18.3 0.0 1 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 90 secs - - - - 1.4 0.0 18.3 0.0 1 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 120 secs - - - - 1.4 0.0 18.3 0.0 1 0

WSA2 1 50 1 (2) --- 2.50 to 4.50 180 secs - - - - 1.3 0.0 18.4 0.0 1 1

WSA2 1 50 1 (2) --- 2.50 to 4.50 240 secs - - - - 1.3 0.0 18.4 0.0 1 1

WSA2 1 50 1 (2) --- 2.50 to 4.50 300 secs - - - - 1.3 0.0 18.4 0.0 1 0

WSA2 1 50 1 (3) 4.50 4.53 2.50 to 4.50 22/09/2017 11:55:00 - - - 1.96 - - - - - -

WSA2 1 50 2 4.50 --- 2.50 to 4.50 04/10/2017 11:41:00 1010 1010 0.0(I) - - - - - - -

WSA2 1 50 2 --- 2.50 to 4.50 30 secs - - 0.0(SS) - - - - - - -

WSA2 1 50 2 (2) 4.50 --- 2.50 to 4.50 04/10/2017 11:42:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 15 secs - - - - 1.4 0.0 19.4 0.0 0 0
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WSA2 1 50 2 (2) --- 2.50 to 4.50 30 secs - - - - 1.4 0.0 18.0 0.0 0 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 60 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 90 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 120 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 180 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 240 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (2) --- 2.50 to 4.50 300 secs - - - - 1.4 0.0 17.9 0.0 1 0

WSA2 1 50 2 (3) 4.50 4.50 2.50 to 4.50 04/10/2017 11:48:00 - - - 1.90 - - - - - -

WSA2 1 50 3 4.50 --- 2.50 to 4.50 12/10/2017 11:30:00 1012 1012 0.0(I) - - - - - - -

WSA2 1 50 3 --- 2.50 to 4.50 30 secs - - 0.0(SS) - - - - - - -

WSA2 1 50 3 (2) 4.50 --- 2.50 to 4.50 12/10/2017 11:31:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 15 secs - - - - 1.3 0.0 19.4 0.0 1 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 30 secs - - - - 1.3 0.0 18.3 0.0 1 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 60 secs - - - - 1.3 0.0 18.2 0.0 1 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 90 secs - - - - 1.3 0.0 18.2 0.0 1 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 120 secs - - - - 1.4 0.0 18.2 0.0 0 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 180 secs - - - - 1.4 0.0 18.2 0.0 0 0

WSA2 1 50 3 (2) --- 2.50 to 4.50 240 secs - - - - 1.5 0.0 18.1 0.0 0 0

WSA2 1 50 3 (3) 4.50 --- 2.50 to 4.50 12/10/2017 11:36:00 - - - - 1.5 0.0 18.1 0.0 0 0

WSA2 1 50 3 (3) 4.50 2.50 to 4.50 360 secs - - - 1.86 - - - - - -

WSA3 1 50 1 5.00 --- 2.00 to 5.00 22/09/2017 12:09:00 1010 1010 0.0(I) - - - - - - -

WSA3 1 50 1 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA3 1 50 1 (2) 5.00 --- 2.00 to 5.00 22/09/2017 12:10:00 - - - - 0.1 0.0 20.7 0.0 0 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 2.8 0.0 17.9 0.0 1 0
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WSA3 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 2.8 0.0 17.4 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 2.9 0.0 17.4 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 2.9 0.0 17.4 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 2.9 0.0 17.4 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 2.8 0.0 17.5 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 2.8 0.0 17.6 0.0 1 0

WSA3 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 2.8 0.0 17.5 0.0 1 0

WSA3 1 50 1 (3) 5.00 5.10 2.00 to 5.00 22/09/2017 12:16:00 - - - DRY - - - - - -

WSA3 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 1012 1012 0.0(I) - - - - - - -

WSA3 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA3 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 2.9 0.0 19.1 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 2.9 0.0 17.5 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 3.0 0.0 17.3 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 3.1 0.0 17.2 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 3.1 0.0 17.1 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 3.1 0.0 17.1 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 3.2 0.0 17.0 0.0 1 0

WSA3 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 3.2 0.0 17.0 0.0 1 0

WSA3 1 50 2 (3) 5.00 5.08 2.00 to 5.00 04/10/2017 00:07:00 - - - DRY - - - - - -

WSA4 1 50 1 5.00 --- 2.00 to 5.00 26/09/2017 13:11:00 1011 1011 5.8(I) - - - - - - -

WSA4 1 50 1 --- 2.00 to 5.00 30 secs - - 0.3(SS) - - - - - - -

WSA4 1 50 1 (2) 5.00 --- 2.00 to 5.00 26/09/2017 13:12:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA4 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 2.6 0.0 17.5 0.0 8 0
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WSA4 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 2.6 0.0 17.1 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 2.6 0.0 17.0 0.0 8 1

WSA4 1 50 1 (3) 5.00 5.07 2.00 to 5.00 26/09/2017 13:18:00 - - - 2.08 - - - - - -

WSA4 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 1015 1012 5.3(I) - - - - - - -

WSA4 1 50 2 --- 2.00 to 5.00 300 secs - - 0.1(SS) - - - - - - -

WSA4 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 00:06:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 3.0 0.0 16.1 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 3.0 0.0 13.7 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 3.0 0.0 13.5 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 3.0 0.0 13.5 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 3.0 0.0 13.5 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 3.0 0.0 13.5 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 3.0 0.0 13.4 0.0 1 0

WSA4 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 3.0 0.0 13.5 0.0 1 0

WSA4 1 50 2 (3) 5.00 5.09 2.00 to 5.00 04/10/2017 00:12:00 - - - 2.03 - - - - - -

WSA4 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 15:05:00 1008 1008 -0.1(I) - - - - - - -

WSA4 1 50 4 --- 2.00 to 5.00 20 secs - - -0.1(SS) - - - - - - -

WSA4 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 15:05:40 - - - - 0.1 0.0 20.9 - 0 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 2.7 0.0 18.0 - 2 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 2.7 0.0 14.1 - 2 0
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WSA4 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 2.7 0.0 13.7 - 3 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 2.7 0.0 13.7 - 3 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 2.7 0.0 13.7 - 3 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 2.6 0.0 13.8 - 2 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 2.6 0.0 13.8 - 2 0

WSA4 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 2.6 0.0 13.8 - 2 0

WSA4 1 50 4 (3) 5.00 5.05 2.00 to 5.00 23/10/2017 15:11:40 - - - 1.95 - - - - - -

WSA5 1 50 1 5.00 --- 2.00 to 5.00 26/09/2017 10:17:00 1015 1015 0.3(I) - - - - - - -

WSA5 1 50 1 --- 2.00 to 5.00 30 secs - - 0.2(SS) - - - - - - -

WSA5 1 50 1 (2) 5.00 --- 2.00 to 5.00 26/09/2017 10:18:00 - - - - 0.1 0.0 20.8 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 1.6 0.0 20.3 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 1.6 0.0 19.7 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 1.6 0.0 19.6 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 150 secs - - - - 1.5 0.0 19.6 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 1.5 0.0 19.6 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 1.5 0.0 19.6 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 1.5 0.0 19.6 - 0 0

WSA5 1 50 1 (2) --- 2.00 to 5.00 360 secs - - - - 1.5 0.0 19.7 - 0 0

WSA5 1 50 1 (3) 5.00 5.00 2.00 to 5.00 26/09/2017 10:25:00 - - - 4.05 - - - - - -

WSA5 1 50 2 5.00 --- 2.00 to 5.00 06/10/2017 08:45:00 1017 1017 0.0(I) - - - - - - -

WSA5 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA5 1 50 2 (2) 5.00 --- 2.00 to 5.00 06/10/2017 08:46:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 3.0 0.0 19.6 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 3.1 0.0 18.5 0.0 0 0
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WSA5 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 3.1 0.0 18.5 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 3.1 0.0 18.4 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 3.1 0.0 18.4 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 3.1 0.0 18.4 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 3.1 0.0 18.4 0.0 0 0

WSA5 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 3.1 0.0 18.4 0.0 0 0

WSA5 1 50 2 (3) 5.00 5.10 2.00 to 5.00 06/10/2017 08:52:00 - - - 4.33 - - - - - -

WSA5 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 08:45:00 1010 1010 0.0(I) - - - - - - -

WSA5 1 50 3 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA5 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 08:46:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 15 secs - - - - 3.0 0.0 20.1 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 3.1 0.0 18.8 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 3.1 0.0 18.7 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 3.1 0.0 18.7 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 3.1 0.0 18.6 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 3.1 0.0 18.6 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 3.1 0.0 18.6 0.0 1 0

WSA5 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 3.1 0.0 18.5 0.0 1 0

WSA5 1 50 3 (3) 5.00 5.10 2.00 to 5.00 12/10/2017 08:52:00 - - - 4.02 - - - - - -

WSA5 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 10:36:00 1009 1009 0.3(I) - - - - - - -

WSA5 1 50 4 --- 2.00 to 5.00 20 secs - - 0.1(SS) - - - - - - -

WSA5 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 10:36:40 - - - - 0.1 0.0 20.9 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 2.9 0.0 20.6 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 2.9 0.0 19.3 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 2.8 0.0 19.3 - 0 0
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WSA5 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 2.8 0.0 19.3 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 2.8 0.0 19.3 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 2.8 0.0 19.3 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 2.8 0.0 19.3 - 0 0

WSA5 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 2.8 0.0 19.3 - 0 0

WSA5 1 50 4 (3) 5.00 5.08 2.00 to 5.00 23/10/2017 10:42:40 - - - 3.59 - - - - - -

WSA6 1 50 1 3.00 --- 1.00 to 3.00 26/09/2017 10:34:00 1015 1016 0.1(I) - - - - - - -

WSA6 1 50 1 --- 1.00 to 3.00 20 secs - - 0.2(SS) - - - - - - -

WSA6 1 50 1 (2) 3.00 --- 1.00 to 3.00 26/09/2017 10:34:40 - - - - 0.1 0.0 20.7 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 20 secs - - - - 1.1 0.0 20.1 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 50 secs - - - - 1.1 0.0 19.0 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 80 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 110 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 140 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 200 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 260 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (2) --- 1.00 to 3.00 320 secs - - - - 1.1 0.0 18.9 - 0 0

WSA6 1 50 1 (3) 3.00 2.80 1.00 to 3.00 26/09/2017 10:42:00 - - - DRY - - - - - -

WSA6 1 50 2 3.00 --- 1.00 to 3.00 06/10/2017 08:25:00 1017 1017 0.3(I) - - - - - - -

WSA6 1 50 2 --- 1.00 to 3.00 30 secs - - 0.3(SS) - - - - - - -

WSA6 1 50 2 (2) 3.00 --- 1.00 to 3.00 06/10/2017 08:26:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 1.1 0.0 20.2 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 1.1 0.0 19.6 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 1.1 0.0 19.6 0.0 0 0
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WSA6 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 1.1 0.0 19.6 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 1.1 0.0 19.6 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 1.1 0.0 19.6 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 1.1 0.0 19.6 0.0 0 0

WSA6 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 1.1 0.0 19.7 0.0 0 0

WSA6 1 50 2 (3) 3.00 2.79 1.00 to 3.00 06/10/2017 08:32:00 - - - DRY - - - - - -

WSA6 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 08:30:00 1010 1010 0.1(I) - - - - - - -

WSA6 1 50 3 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA6 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 08:31:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 15 secs - - - - 1.0 0.0 20.6 0.0 1 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 1.0 0.0 19.9 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 1.0 0.0 19.8 0.0 0 0

WSA6 1 50 3 (3) 3.00 2.80 1.00 to 3.00 12/10/2017 08:37:00 - - - DRY - - - - - -

WSA6 1 50 4 3.00 --- 1.00 to 3.00 23/10/2017 10:48:00 1009 1009 0.1(I) - - - - - - -

WSA6 1 50 4 --- 1.00 to 3.00 20 secs - - 0.0(SS) - - - - - - -

WSA6 1 50 4 (2) 3.00 --- 1.00 to 3.00 23/10/2017 10:48:40 - - - - 0.1 0.0 20.9 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 1.1 0.0 20.6 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 1.1 0.0 19.9 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 1.1 0.0 19.8 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 1.1 0.0 19.8 - 0 0
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WSA6 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 1.1 0.0 19.8 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 1.1 0.0 19.8 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 1.1 0.0 19.9 - 0 0

WSA6 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 1.1 0.0 19.8 - 0 0

WSA6 1 50 4 (3) 3.00 2.80 1.00 to 3.00 23/10/2017 10:54:40 - - - 2.80 - - - - - -

WSA7 1 50 1 3.00 --- 1.00 to 3.00 26/09/2017 11:08:00 1015 1016 0.0(I) - - - - - - -

WSA7 1 50 1 --- 1.00 to 3.00 20 secs - - 0.0(SS) - - - - - - -

WSA7 1 50 1 (2) 3.00 --- 1.00 to 3.00 26/09/2017 11:08:40 - - - - 0.1 0.0 20.9 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 20 secs - - - - 2.0 0.0 18.4 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 50 secs - - - - 2.0 0.0 13.7 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 80 secs - - - - 2.0 0.0 13.3 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 110 secs - - - - 2.0 0.0 13.3 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 140 secs - - - - 2.0 0.0 13.3 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 200 secs - - - - 2.0 0.0 13.3 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 260 secs - - - - 1.9 0.0 13.7 - 0 0

WSA7 1 50 1 (2) --- 1.00 to 3.00 320 secs - - - - 1.9 0.0 13.6 - 0 0

WSA7 1 50 1 (3) 3.00 3.12 1.00 to 3.00 26/09/2017 11:15:00 - - - 2.20 - - - - - -

WSA7 1 50 2 3.00 --- 1.00 to 3.00 06/10/2017 07:45:00 1017 1017 0.0(I) - - - - - - -

WSA7 1 50 2 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA7 1 50 2 (2) 3.00 --- 1.00 to 3.00 06/10/2017 07:46:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 1.7 0.0 17.0 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 1.7 0.0 12.1 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 1.7 0.0 11.8 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 1.7 0.0 11.8 0.0 0 0
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WSA7 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 1.7 0.0 11.8 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 1.7 0.0 11.8 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 1.7 0.0 11.7 0.0 0 0

WSA7 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 1.7 0.0 11.7 0.0 0 0

WSA7 1 50 2 (3) 3.00 3.10 1.00 to 3.00 06/10/2017 07:52:00 - - - 1.93 - - - - - -

WSA7 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 08:00:00 1010 1010 0.1(I) - - - - - - -

WSA7 1 50 3 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA7 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 08:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 15 secs - - - - 1.8 0.0 16.5 0.0 1 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 1.8 0.0 11.7 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 1.8 0.0 11.2 0.0 1 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 1.8 0.0 11.2 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 1.8 0.0 11.1 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 1.8 0.0 11.1 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 1.8 0.0 11.0 0.0 0 0

WSA7 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 1.8 0.0 11.0 0.0 0 0

WSA7 1 50 3 (3) 3.00 3.09 1.00 to 3.00 12/10/2017 08:07:00 - - - 1.82 - - - - - -

WSA7 1 50 4 3.00 --- 1.00 to 3.00 23/10/2017 10:01:00 1010 1010 0.1(I) - - - - - - -

WSA7 1 50 4 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA7 1 50 4 (2) 3.00 --- 1.00 to 3.00 23/10/2017 10:02:00 - - - - 0.1 0.0 20.9 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 2.0 0.0 17.7 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 2.1 0.0 12.0 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 2.1 0.0 11.5 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 2.1 0.0 11.4 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 2.1 0.0 11.4 - 0 0
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WSA7 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 2.0 0.0 11.6 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 2.0 0.0 11.9 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 2.0 0.0 11.7 - 0 0

WSA7 1 50 4 (2) --- 1.00 to 3.00 360 secs - - - - 2.0 0.0 11.7 - 0 0

WSA7 1 50 4 (3) 3.00 3.10 1.00 to 3.00 23/10/2017 10:09:00 - - - 1.75 - - - - - -

WSA8 1 50 1 5.00 --- 2.00 to 5.00 26/09/2017 10:49:00 1015 1016 0.0(I) - - - - - - -

WSA8 1 50 1 --- 2.00 to 5.00 20 secs - - 0.0(SS) - - - - - - -

WSA8 1 50 1 (2) 5.00 --- 2.00 to 5.00 26/09/2017 10:49:40 - - - - 0.1 0.0 20.8 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 20 secs - - - - 1.7 0.0 20.3 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 40 secs - - - - 1.7 0.0 18.9 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 1.8 0.0 18.8 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 80 secs - - - - 1.8 0.0 18.7 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 110 secs - - - - 1.9 0.0 18.7 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 140 secs - - - - 1.9 0.0 18.6 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 200 secs - - - - 1.8 0.0 18.8 - 0 0

WSA8 1 50 1 (2) --- 2.00 to 5.00 260 secs - - - - 1.8 0.0 18.8 - 0 0

WSA8 1 50 1 (3) 5.00 5.08 2.00 to 5.00 26/09/2017 10:56:00 - - - DRY - - - - - -

WSA8 1 50 2 5.00 --- 2.00 to 5.00 06/10/2017 08:10:00 1017 1017 0.0(I) - - - - - - -

WSA8 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA8 1 50 2 (2) 5.00 --- 2.00 to 5.00 06/10/2017 08:11:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.1 21.0 2.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 21.0 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 21.0 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 21.0 0.0 0 0
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WSA8 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 0.3 0.0 21.0 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 0.4 0.0 21.0 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 0.5 0.0 21.0 0.0 0 0

WSA8 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 0.5 0.0 21.0 0.0 0 0

WSA8 1 50 2 (3) 5.00 5.08 2.00 to 5.00 06/10/2017 08:17:00 - - - DRY - - - - - -

WSA8 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 08:15:00 1010 1010 0.1(I) - - - - - - -

WSA8 1 50 3 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA8 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 08:16:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 15 secs - - - - 0.2 0.0 20.8 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 0.3 0.0 20.7 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 0.3 0.0 20.7 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 20.7 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 0.4 0.0 20.6 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 0.5 0.0 20.5 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 0.5 0.0 20.4 0.0 1 0

WSA8 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 0.6 0.0 20.3 0.0 1 0

WSA8 1 50 3 (3) 5.00 5.07 2.00 to 5.00 12/10/2017 08:22:00 - - - DRY - - - - - -

WSA8 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 10:59:00 1010 1010 0.1(I) - - - - - - -

WSA8 1 50 4 --- 2.00 to 5.00 20 secs - - 0.1(SS) - - - - - - -

WSA8 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 10:59:40 - - - - 0.1 0.0 20.9 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 0.4 0.0 20.8 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 0.4 0.0 20.5 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 0.5 0.0 20.5 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 0.5 0.0 20.5 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 0.5 0.0 20.4 - 0 0
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WSA8 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 0.6 0.0 20.4 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 0.6 0.0 20.4 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 0.5 0.0 20.4 - 0 0

WSA8 1 50 4 (2) --- 2.00 to 5.00 360 secs - - - - 0.5 0.0 20.4 - 0 0

WSA8 1 50 4 (3) 5.00 5.05 2.00 to 5.00 23/10/2017 11:06:40 - - - 5.05 - - - - - -

WSA9 1 50 1 5.00 --- 2.00 to 5.00 25/09/2017 1012 1012 4.2(I) - - - - - - -

WSA9 1 50 1 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA9 1 50 1 (2) 5.00 --- 2.00 to 5.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA9 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 1.4 0.0 18.5 0.0 13 0

WSA9 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 1.4 0.0 16.7 0.0 16 0

WSA9 1 50 1 (2) --- 2.00 to 5.00 67 secs - - - - 1.4 0.0 16.4 0.0 17 0

WSA9 1 50 1 (3) 5.00 5.00 2.00 to 5.00 25/09/2017 00:02:30 - - - 0.61 - - - - - -

WSA9 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 1029 1011 14.1(I) - - - - - - -

WSA9 1 50 2 --- 2.00 to 5.00 360 secs - - 0.2(SS) - - - - - - -

WSA9 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 00:07:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 2.1 0.0 19.1 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 2.2 0.0 17.9 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 2.2 0.0 17.8 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 2.2 0.0 17.8 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 2.2 0.0 17.8 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 2.2 0.0 17.8 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 2.2 0.0 17.8 0.0 1 0

WSA9 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 2.2 0.0 17.8 0.0 1 0
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WSA9 1 50 2 (3) 5.00 5.10 2.00 to 5.00 04/10/2017 00:13:00 - - - 3.49 - - - - - -

WSA9 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 08:57:00 1012 1012 8.7(I) - - - - - - -

WSA9 1 50 3 --- 2.00 to 5.00 180 secs - - 0.2(SS) - - - - - - -

WSA9 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 09:01:00 - - - - 0.1 0.0 20.8 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 2.4 0.0 19.7 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 2.4 0.0 17.5 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 2.4 0.0 17.3 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 150 secs - - - - 2.4 0.0 17.3 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 2.4 0.0 17.3 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 2.5 0.0 17.3 - 0 0

WSA9 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 2.4 0.0 17.4 - 0 0

WSA9 1 50 3 (3) 5.00 5.11 2.00 to 5.00 12/10/2017 09:07:00 - - - 3.50 2.4 0.0 17.4 - 0 0

WSA9 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 09:03:00 1009 1009 2.0(I) - - - - - - -

WSA9 1 50 4 --- 2.00 to 5.00 60 secs - - 0.3(SS) - - - - - - -

WSA9 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 09:05:00 - - - - 0.1 0.0 20.9 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 2.7 0.0 19.4 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 2.7 0.0 16.0 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 2.7 0.0 15.6 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 2.7 0.0 15.6 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 2.7 0.0 15.6 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 2.6 0.0 15.7 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 2.6 0.0 15.8 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 2.6 0.0 15.7 - 0 0

WSA9 1 50 4 (2) --- 2.00 to 5.00 360 secs - - - - 2.6 0.0 15.7 - 0 0

WSA9 1 50 4 (3) 5.00 5.10 2.00 to 5.00 23/10/2017 09:12:00 - - - 2.45 - - - - - -
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WSA10 1 50 1 5.00 --- 2.00 to 5.00 26/09/2017 11:36:00 1014 1015 0.0(I) - - - - - - -

WSA10 1 50 1 --- 2.00 to 5.00 20 secs - - 0.0(SS) - - - - - - -

WSA10 1 50 1 (2) 5.00 --- 2.00 to 5.00 26/09/2017 11:36:40 - - - - 0.1 0.0 20.9 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 20 secs - - - - 4.6 0.0 19.1 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 80 secs - - - - 4.6 0.0 15.7 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 110 secs - - - - 4.6 0.0 15.5 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 140 secs - - - - 4.6 0.0 15.5 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 170 secs - - - - 4.6 0.0 15.5 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 200 secs - - - - 4.6 0.0 15.5 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 260 secs - - - - 4.4 0.0 15.8 - 0 0

WSA10 1 50 1 (2) --- 2.00 to 5.00 320 secs - - - - 4.4 0.0 15.7 - 0 0

WSA10 1 50 1 (3) 5.00 5.10 2.00 to 5.00 26/09/2017 11:44:00 - - - DRY - - - - - -

WSA10 1 50 2 5.00 --- 2.00 to 5.00 06/10/2017 09:03:00 1013 1013 0.0(I) - - - - - - -

WSA10 1 50 2 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA10 1 50 2 (2) 5.00 --- 2.00 to 5.00 06/10/2017 09:04:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 4.4 0.0 18.1 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 4.4 0.0 15.7 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 4.4 0.0 15.6 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 4.5 0.0 15.6 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 4.4 0.0 15.6 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 4.4 0.0 15.7 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 4.3 0.0 15.7 0.0 0 0

WSA10 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 4.4 0.0 15.6 0.0 0 0

WSA10 1 50 2 (3) 5.00 5.08 2.00 to 5.00 06/10/2017 09:10:00 - - - 5.07 - - - - - -
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WSA10 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 10:35:00 1012 1012 0.0(I) - - - - - - -

WSA10 1 50 3 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA10 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 10:36:00 - - - - 0.1 0.0 20.9 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 4.1 0.0 18.8 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 4.2 0.0 16.0 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 4.2 0.0 15.7 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 4.2 0.0 15.7 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 4.2 0.0 15.7 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 4.1 0.0 15.8 - 0 0

WSA10 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 4.0 0.0 15.9 - 0 0

WSA10 1 50 3 (3) 5.00 5.10 2.00 to 5.00 12/10/2017 10:47:00 - - - 5.10 4.1 0.0 15.9 - 0 0

WSA10 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 11:31:00 1008 1008 0.0(I) - - - - - - -

WSA10 1 50 4 --- 2.00 to 5.00 20 secs - - 0.0(SS) - - - - - - -

WSA10 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 11:31:40 - - - - 0.1 0.0 20.9 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 3.9 0.0 19.6 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 4.0 0.0 17.0 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 4.0 0.0 16.8 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 4.0 0.0 16.8 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 4.0 0.0 16.8 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 3.9 0.0 16.9 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 3.9 0.0 16.9 - 0 0

WSA10 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 3.9 0.0 16.9 - 0 0

WSA10 1 50 4 (3) 5.00 5.10 2.00 to 5.00 23/10/2017 11:37:40 - - - 4.96 - - - - - -

WSA11 1 50 1 5.00 --- 2.00 to 5.00 26/09/2017 1011 1011 0.0(I) - - - - - - -
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WSA11 1 50 1 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA11 1 50 1 (2) 5.00 --- 2.00 to 5.00 26/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 1.7 0.0 19.1 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 1.7 0.0 18.5 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 1.7 0.0 18.4 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 1.7 0.0 18.3 0.0 0 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 1.8 0.0 18.3 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 1.8 0.0 18.3 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 1.7 0.0 18.4 0.0 1 0

WSA11 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 1.7 0.0 18.4 0.0 1 0

WSA11 1 50 1 (3) 5.00 4.90 2.00 to 5.00 26/09/2017 00:07:00 - - - 3.80 - - - - - -

WSA11 1 50 2 5.00 --- 2.00 to 5.00 06/10/2017 08:30:00 1013 1013 0.1(I) - - - - - - -

WSA11 1 50 2 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA11 1 50 2 (2) 5.00 --- 2.00 to 5.00 06/10/2017 08:31:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 1.9 0.0 18.3 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 2.0 0.0 16.2 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 2.0 0.0 16.1 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 2.0 0.0 16.1 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 2.0 0.0 16.1 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 1.9 0.0 16.2 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 1.9 0.0 16.3 0.0 0 0

WSA11 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 1.9 0.0 16.2 0.0 0 0

WSA11 1 50 2 (3) 5.00 4.90 2.00 to 5.00 06/10/2017 08:37:00 - - - 3.80 - - - - - -

WSA11 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 10:24:00 1013 1013 -0.1(I) - - - - - - -

WSA11 1 50 3 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -
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WSA11 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 10:25:00 - - - - 0.1 0.0 20.9 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 20 secs - - - - 1.9 0.0 18.9 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 40 secs - - - - 1.9 0.0 15.6 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 1.9 0.0 15.4 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 1.9 0.0 15.3 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 1.9 0.0 15.3 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 1.9 0.0 15.4 - 0 0

WSA11 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 1.8 0.0 15.6 - 0 0

WSA11 1 50 3 (3) 5.00 4.92 2.00 to 5.00 12/10/2017 10:31:00 - - - 3.77 1.8 0.0 15.5 - 0 0

WSA11 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 11:20:00 1009 1009 0.0(I) - - - - - - -

WSA11 1 50 4 --- 2.00 to 5.00 15 secs - - 0.0(SS) - - - - - - -

WSA11 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 11:20:30 - - - - 0.2 0.0 20.7 - 0 0

WSA11 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 11:20:45 - - - - 0.1 0.0 20.9 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 1.9 0.0 19.2 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 2.0 0.0 16.3 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 2.0 0.0 16.0 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 2.0 0.0 16.0 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 2.0 0.0 16.0 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 1.9 0.0 16.2 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 1.9 0.0 16.2 - 0 0

WSA11 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 1.9 0.0 16.1 - 0 0

WSA11 1 50 4 (3) 5.00 4.93 2.00 to 5.00 23/10/2017 11:26:45 - - - 3.75 - - - - - -

WSA12 1 50 1 4.00 --- 3.00 to 4.00 22/09/2017 1013 1013 0.0(I) - - - - - - -

WSA12 1 50 1 (2) 4.00 --- 3.00 to 4.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0
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WSA12 1 50 1 (2) --- 3.00 to 4.00 15 secs - - - - 1.2 0.0 17.0 0.0 12 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 30 secs - - - - 1.1 0.0 15.5 0.0 13 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 60 secs - - - - 0.8 0.0 16.8 0.0 10 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 90 secs - - - - 0.8 0.0 17.1 0.0 8 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 120 secs - - - - 0.7 0.0 17.3 0.0 8 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 180 secs - - - - 0.7 0.0 17.3 0.0 8 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 240 secs - - - - 0.7 0.0 17.4 0.0 8 0

WSA12 1 50 1 (2) --- 3.00 to 4.00 300 secs - - - - 0.7 0.0 17.4 0.0 8 0

WSA12 1 50 1 (3) 4.00 4.07 3.00 to 4.00 22/09/2017 00:07:00 - - - 2.81 - - - - - -

WSA12 1 50 1 4.00 --- 3.00 to 4.00 28/09/2017 00:00:30 - - 0.0(SS) - - - - - - -

WSA12 1 50 2 4.00 --- 3.00 to 4.00 04/10/2017 1012 1012 -0.1(I) - - - - - - -

WSA12 1 50 2 --- 3.00 to 4.00 30 secs - - 0.0(SS) - - - - - - -

WSA12 1 50 2 (2) 4.00 --- 3.00 to 4.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 15 secs - - - - 1.9 0.0 14.5 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 30 secs - - - - 1.8 0.0 13.2 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 60 secs - - - - 1.8 0.0 13.0 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 90 secs - - - - 1.8 0.0 12.9 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 120 secs - - - - 1.8 0.0 12.9 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 180 secs - - - - 1.8 0.0 12.8 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 240 secs - - - - 1.8 0.0 12.8 0.0 4 0

WSA12 1 50 2 (2) --- 3.00 to 4.00 300 secs - - - - 1.8 0.0 12.8 0.0 3 0

WSA12 1 50 2 (3) 4.00 4.08 3.00 to 4.00 04/10/2017 00:07:00 - - - 2.80 - - - - - -

WSA12 1 50 3 4.00 --- 3.00 to 4.00 12/10/2017 11:14:00 1014 1014 0.1(I) - - - - - - -

WSA12 1 50 3 --- 3.00 to 4.00 30 secs - - 0.1(SS) - - - - - - -

WSA12 1 50 3 (2) 4.00 --- 3.00 to 4.00 12/10/2017 11:15:00 - - - - 0.1 0.0 20.9 - 0 0
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WSA12 1 50 3 (2) --- 3.00 to 4.00 20 secs - - - - 2.3 0.0 16.6 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 30 secs - - - - 2.2 0.0 11.9 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 60 secs - - - - 2.1 0.0 11.7 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 90 secs - - - - 2.1 0.0 11.7 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 120 secs - - - - 2.1 0.0 11.6 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 180 secs - - - - 2.1 0.0 11.6 - 0 0

WSA12 1 50 3 (2) --- 3.00 to 4.00 240 secs - - - - 2.1 0.0 11.6 - 0 0

WSA12 1 50 3 (3) 4.00 4.08 3.00 to 4.00 12/10/2017 11:21:00 - - - 2.81 2.2 0.0 11.5 - 0 0

WSA12 1 50 4 4.00 --- 3.00 to 4.00 24/10/2017 09:44:00 1008 1008 0.2(I) - - - - - - -

WSA12 1 50 4 --- 3.00 to 4.00 30 secs - - 0.2(SS) - - - - - - -

WSA12 1 50 4 (2) 4.00 --- 3.00 to 4.00 24/10/2017 09:45:00 - - - - 0.1 0.0 20.8 - 0 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 15 secs - - - - 2.9 0.0 16.0 - 2 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 30 secs - - - - 2.8 0.0 10.2 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 60 secs - - - - 2.8 0.0 9.8 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 90 secs - - - - 2.8 0.0 9.7 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 120 secs - - - - 2.8 0.0 9.7 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 180 secs - - - - 2.8 0.0 9.6 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 240 secs - - - - 2.8 0.0 9.6 - 3 0

WSA12 1 50 4 (2) --- 3.00 to 4.00 300 secs - - - - 2.8 0.0 9.6 - 3 0

WSA12 1 50 4 (3) 4.00 4.10 3.00 to 4.00 24/10/2017 09:51:00 - - - 2.80 - - - - - -

WSA13 1 50 1 3.00 --- 2.00 to 3.00 22/09/2017 14:08:00 1010 1010 0.0(I) - - - - - - -

WSA13 1 50 1 --- 2.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA13 1 50 1 (2) 3.00 --- 2.00 to 3.00 22/09/2017 14:09:00 - - - - 0.0 0.0 20.8 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 15 secs - - - - 3.0 0.0 15.6 0.0 1 0
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WSA13 1 50 1 (2) --- 2.00 to 3.00 30 secs - - - - 3.1 0.0 14.4 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 60 secs - - - - 3.1 0.0 14.3 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 90 secs - - - - 3.1 0.0 14.3 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 120 secs - - - - 3.1 0.0 14.3 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 180 secs - - - - 3.0 0.0 14.6 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 240 secs - - - - 3.0 0.0 14.6 0.0 0 0

WSA13 1 50 1 (2) --- 2.00 to 3.00 300 secs - - - - 3.0 0.0 14.4 0.0 0 0

WSA13 1 50 1 (3) 3.00 3.15 2.00 to 3.00 22/09/2017 14:15:00 - - - 2.55 - - - - - -

WSA13 1 50 2 3.00 --- 2.00 to 3.00 04/10/2017 14:54:00 1009 1009 0.0(I) - - - - - - -

WSA13 1 50 2 --- 2.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA13 1 50 2 (2) 3.00 --- 2.00 to 3.00 04/10/2017 14:55:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 15 secs - - - - 3.2 0.0 14.6 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 30 secs - - - - 3.3 0.0 13.1 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 60 secs - - - - 3.3 0.0 12.9 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 90 secs - - - - 3.3 0.0 12.9 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 120 secs - - - - 3.3 0.0 13.0 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 180 secs - - - - 3.2 0.0 13.2 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 240 secs - - - - 3.2 0.0 13.2 0.0 0 0

WSA13 1 50 2 (2) --- 2.00 to 3.00 300 secs - - - - 3.2 0.0 13.0 0.0 0 0

WSA13 1 50 2 (3) 3.00 3.12 2.00 to 3.00 04/10/2017 15:01:00 - - - 2.53 - - - - - -

WSA13 1 50 3 3.00 --- 2.00 to 3.00 12/10/2017 11:47:00 1014 1014 0.0(I) - - - - - - -

WSA13 1 50 3 --- 2.00 to 3.00 60 secs - - 0.0(SS) - - - - - - -

WSA13 1 50 3 (2) 3.00 --- 2.00 to 3.00 12/10/2017 11:48:30 - - - - 0.1 0.0 20.8 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 30 secs - - - - 3.2 0.0 17.2 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 60 secs - - - - 3.3 0.0 13.8 - 0 0
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WSA13 1 50 3 (2) --- 2.00 to 3.00 90 secs - - - - 3.3 0.0 13.5 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 120 secs - - - - 3.3 0.0 13.5 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 150 secs - - - - 3.3 0.0 13.5 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 210 secs - - - - 3.1 0.0 13.8 - 0 0

WSA13 1 50 3 (2) --- 2.00 to 3.00 270 secs - - - - 3.1 0.0 13.9 - 0 0

WSA13 1 50 3 (3) 3.00 3.15 2.00 to 3.00 12/10/2017 11:55:00 - - - 2.53 3.2 0.0 13.6 - 0 0

WSA13 1 50 4 3.00 --- 2.00 to 3.00 24/10/2017 10:16:00 1009 1009 0.1(I) - - - - - - -

WSA13 1 50 4 --- 2.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA13 1 50 4 (2) 3.00 --- 2.00 to 3.00 24/10/2017 10:17:00 - - - - 0.1 0.0 20.9 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 15 secs - - - - 3.2 0.0 18.6 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 30 secs - - - - 3.3 0.0 15.5 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 60 secs - - - - 3.3 0.0 15.2 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 90 secs - - - - 3.3 0.0 15.2 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 120 secs - - - - 3.3 0.0 15.2 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 180 secs - - - - 3.2 0.0 15.4 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 240 secs - - - - 3.1 0.0 15.5 - 0 0

WSA13 1 50 4 (2) --- 2.00 to 3.00 300 secs - - - - 3.2 0.0 15.3 - 0 0

WSA13 1 50 4 (3) 3.00 3.15 2.00 to 3.00 24/10/2017 10:23:00 - - - 2.55 - - - - - -

WSA14 1 50 1 5.00 --- 2.00 to 5.00 22/09/2017 13:29:00 1011 1011 0.1(I) - - - - - - -

WSA14 1 50 1 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA14 1 50 1 (2) 5.00 --- 2.00 to 5.00 22/09/2017 13:30:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA14 1 50 1 (2) --- 2.00 to 5.00 15 secs - - - - 1.0 0.0 20.0 0.0 133 0

WSA14 1 50 1 (2) --- 2.00 to 5.00 30 secs - - - - 1.0 0.0 19.8 0.0 137 0

WSA14 1 50 1 (2) --- 2.00 to 5.00 60 secs - - - - 1.0 0.0 19.8 0.0 129 0
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WSA14 1 50 1 (2) --- 2.00 to 5.00 90 secs - - - - 1.0 0.0 19.7 0.0 125 1

WSA14 1 50 1 (2) --- 2.00 to 5.00 120 secs - - - - 1.0 0.0 19.7 0.0 122 1

WSA14 1 50 1 (2) --- 2.00 to 5.00 180 secs - - - - 1.0 0.0 19.7 0.0 119 1

WSA14 1 50 1 (2) --- 2.00 to 5.00 240 secs - - - - 0.9 0.0 19.7 0.0 121 1

WSA14 1 50 1 (2) --- 2.00 to 5.00 300 secs - - - - 1.0 0.0 19.6 0.0 130 1

WSA14 1 50 1 (3) 5.00 5.05 2.00 to 5.00 22/09/2017 13:36:00 - - - 2.26 - - - - - -

WSA14 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 1012 1012 0.2(I) - - - - - - -

WSA14 1 50 2 --- 2.00 to 5.00 30 secs - - 0.2(SS) - - - - - - -

WSA14 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 1.8 0.0 19.7 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 1.9 0.0 17.9 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 1.9 0.0 17.8 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 1.9 0.0 17.8 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 1.9 0.0 17.7 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 1.9 0.0 17.7 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 1.9 0.0 17.6 0.0 1 0

WSA14 1 50 2 (2) --- 2.00 to 5.00 300 secs - - - - 1.9 0.0 17.6 0.0 1 0

WSA14 1 50 2 (3) 5.00 5.04 2.00 to 5.00 04/10/2017 00:07:00 - - - 2.21 - - - - - -

WSA14 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 11:37:00 1015 1015 0.0(I) - - - - - - -

WSA14 1 50 3 --- 2.00 to 5.00 30 secs - - 0.0(SS) - - - - - - -

WSA14 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 11:38:00 - - - - 0.1 0.0 20.9 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 0.9 0.0 20.2 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 0.9 0.0 19.8 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 90 secs - - - - 0.9 0.0 19.7 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 0.9 0.0 19.7 - 0 0
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WSA14 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 0.9 0.0 19.7 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 0.9 0.0 19.8 - 0 0

WSA14 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 0.9 0.0 19.8 - 0 0

WSA14 1 50 3 (3) 5.00 5.02 2.00 to 5.00 12/10/2017 11:44:00 - - - 2.20 0.9 0.0 19.8 - 0 0

WSA14 1 50 4 5.00 --- 2.00 to 5.00 24/10/2017 10:06:00 1009 1009 0.1(I) - - - - - - -

WSA14 1 50 4 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA14 1 50 4 (2) 5.00 --- 2.00 to 5.00 24/10/2017 10:07:00 - - - - 0.1 0.0 20.9 - 0 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 1.1 0.0 20.5 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 1.1 0.0 19.8 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 1.1 0.0 19.7 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 1.1 0.0 19.8 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 1.1 0.0 19.8 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 1.1 0.0 19.8 - 3 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 1.1 0.0 19.8 - 2 0

WSA14 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 1.1 0.0 19.8 - 3 0

WSA14 1 50 4 (3) 5.00 5.00 2.00 to 5.00 24/10/2017 10:13:00 - - - 2.20 - - - - - -

WSA15 1 50 1 3.00 --- 1.00 to 3.00 22/09/2017 1013 1013 0.0(I) - - - - - - -

WSA15 1 50 1 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA15 1 50 1 (2) 3.00 --- 1.00 to 3.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 2.3 0.0 18.1 0.0 1 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 2.4 0.0 16.5 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 2.4 0.0 16.4 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 2.4 0.0 16.4 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 2.4 0.0 16.4 0.0 0 0
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WSA15 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 2.4 0.0 16.4 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 2.4 0.0 16.5 0.0 0 0

WSA15 1 50 1 (2) --- 1.00 to 3.00 300 secs - - - - 2.4 0.0 16.5 0.0 0 0

WSA15 1 50 1 (3) 3.00 3.09 1.00 to 3.00 22/09/2017 00:07:00 - - - DRY - - - - - -

WSA15 1 50 2 3.00 --- 1.00 to 3.00 04/10/2017 15:26:00 1009 1009 0.0(I) - - - - - - -

WSA15 1 50 2 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA15 1 50 2 (2) 3.00 --- 1.00 to 3.00 04/10/2017 15:27:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 2.9 0.0 15.0 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 2.9 0.0 15.0 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 2.9 0.0 15.0 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 2.8 0.0 15.1 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 2.8 0.0 15.1 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 2.8 0.0 15.2 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 2.8 0.0 15.3 0.0 0 0

WSA15 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 2.8 0.0 15.2 0.0 0 0

WSA15 1 50 2 (3) 3.00 3.06 1.00 to 3.00 04/10/2017 15:33:00 - - - DRY - - - - - -

WSA15 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 12:28:00 1015 1015 -0.1(I) - - - - - - -

WSA15 1 50 3 --- 1.00 to 3.00 30 secs - - -0.1(SS) - - - - - - -

WSA15 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 12:29:00 - - - - 0.1 0.0 20.9 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 2.7 0.0 18.6 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 2.8 0.0 16.0 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 2.8 0.0 15.8 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 2.8 0.0 15.8 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 2.8 0.0 15.9 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 2.7 0.0 16.0 - 0 0
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WSA15 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 2.7 0.0 16.2 - 0 0

WSA15 1 50 3 (2) --- 1.00 to 3.00 360 secs - - - - 2.7 0.0 16.1 - 0 0

WSA15 1 50 3 (3) 3.00 3.08 1.00 to 3.00 12/10/2017 12:36:00 - - - 3.08 0.5 0.0 17.5 - 0 0

WSA15 1 50 4 3.00 --- 1.00 to 3.00 24/10/2017 11:09:00 1009 1009 0.0(I) - - - - - - -

WSA15 1 50 4 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA15 1 50 4 (2) 3.00 --- 1.00 to 3.00 24/10/2017 11:10:00 - - - - 0.1 0.0 20.9 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 2.6 0.0 19.4 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 2.6 0.0 16.9 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 2.6 0.0 16.7 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 2.6 0.0 16.7 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 2.6 0.0 16.7 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 2.6 0.0 16.6 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 2.5 0.0 16.8 - 0 0

WSA15 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 2.5 0.0 16.8 - 0 0

WSA15 1 50 4 (3) 3.00 3.08 1.00 to 3.00 24/10/2017 11:16:00 - - - 3.08 - - - - - -

WSA16 1 50 1 3.00 --- 1.00 to 3.00 22/09/2017 1013 1013 0.0(I) - - - - - - -

WSA16 1 50 1 (2) 3.00 --- 1.00 to 3.00 22/09/2017 00:00:30 - - 0.0(SS) - - - - - - -

WSA16 1 50 1 (2) 3.00 --- 1.00 to 3.00 22/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 1.9 0.0 19.1 0.0 1 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 2.0 0.0 18.0 0.0 0 0
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WSA16 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 1 (2) 3.03 1.00 to 3.00 300 secs - - - DRY - - - - - -

WSA16 1 50 1 (3) 3.00 --- 1.00 to 3.00 22/09/2017 00:07:00 - - - - 2.0 0.0 18.0 0.0 0 0

WSA16 1 50 2 3.00 --- 1.00 to 3.00 04/10/2017 15:39:00 1009 1009 0.0(I) - - - - - - -

WSA16 1 50 2 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA16 1 50 2 (2) 3.00 --- 1.00 to 3.00 04/10/2017 15:40:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 2.2 0.0 18.7 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 2.2 0.0 17.8 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 2.2 0.0 17.8 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 2.2 0.0 17.8 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 2.2 0.0 17.8 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 2.1 0.0 17.9 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 2.1 0.0 17.9 0.0 0 0

WSA16 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 2.1 0.0 17.9 0.0 0 0

WSA16 1 50 2 (3) 3.00 3.05 1.00 to 3.00 04/10/2017 15:46:00 - - - DRY - - - - - -

WSA16 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 12:18:00 1014 1014 -0.1(I) - - - - - - -

WSA16 1 50 3 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA16 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 12:19:00 - - - - 0.1 0.0 20.9 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 2.1 0.0 19.6 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 2.1 0.0 18.2 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 2.1 0.0 18.1 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 150 secs - - - - 2.1 0.0 18.1 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 2.1 0.0 18.1 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 2.1 0.0 18.2 - 0 0

WSA16 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 2.1 0.0 18.3 - 0 0
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WSA16 1 50 3 (3) 3.00 3.07 1.00 to 3.00 12/10/2017 12:25:00 - - - 3.07 2.1 0.0 18.3 - 0 0

WSA16 1 50 4 3.00 --- 1.00 to 3.00 24/10/2017 10:44:00 1009 1009 0.0(I) - - - - - - -

WSA16 1 50 4 --- 1.00 to 3.00 15 secs - - 0.0(SS) - - - - - - -

WSA16 1 50 4 (2) 3.00 --- 1.00 to 3.00 24/10/2017 10:44:30 - - - - 0.1 0.0 20.9 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 2.1 0.0 20.2 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 2.1 0.0 19.1 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 2.1 0.0 19.0 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 2.1 0.0 19.0 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 2.1 0.0 19.0 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 2.1 0.0 19.0 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 2.0 0.0 19.1 - 0 0

WSA16 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 2.0 0.0 19.1 - 0 0

WSA16 1 50 4 (3) 3.00 3.08 1.00 to 3.00 24/10/2017 10:50:30 - - - 3.08 - - - - - -

WSA17 1 50 1 3.00 --- 1.00 to 3.00 25/09/2017 1026 1012 0.0(I) - - - - - - -

WSA17 1 50 1 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA17 1 50 1 (2) 3.00 --- 1.00 to 3.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 0.8 0.1 16.9 2.0 6 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 0.8 0.1 12.6 2.0 2 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 0.9 0.1 12.2 2.0 2 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 0.9 0.1 11.9 2.0 2 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 0.9 0.1 11.7 2.0 2 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 0.9 0.1 11.4 2.0 2 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 0.9 0.1 11.2 2.0 1 0

WSA17 1 50 1 (2) --- 1.00 to 3.00 300 secs - - - - 0.9 0.1 11.0 2.0 1 0
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WSA17 1 50 1 (3) 3.00 2.96 1.00 to 3.00 25/09/2017 00:07:00 - - - 2.10 - - - - - -

WSA17 1 50 2 3.00 --- 1.00 to 3.00 06/10/2017 09:40:00 1017 1018 -0.1(I) - - - - - - -

WSA17 1 50 2 --- 1.00 to 3.00 30 secs - - -0.1(SS) - - - - - - -

WSA17 1 50 2 (2) 3.00 --- 1.00 to 3.00 06/10/2017 09:41:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 0.5 0.0 17.1 0.0 8 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 0.5 0.0 15.4 0.0 5 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 0.5 0.0 15.1 0.0 2 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 0.5 0.0 14.7 0.0 1 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 0.6 0.0 14.1 0.0 1 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 0.7 0.0 13.1 0.0 1 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 0.7 0.0 12.3 0.0 0 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 0.8 0.0 11.6 0.0 0 0

WSA17 1 50 2 (2) --- 1.00 to 3.00 360 secs - - - - 0.8 0.0 11.1 0.0 0 0

WSA17 1 50 2 (3) 3.00 2.98 1.00 to 3.00 06/10/2017 09:48:00 - - - 2.44 - - - - - -

WSA17 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 09:56:00 1019 1013 -0.1(I) - - - - - - -

WSA17 1 50 3 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA17 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 09:57:00 - - - - 0.1 0.0 20.9 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 0.9 0.0 20.0 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 0.9 0.0 14.7 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 100 secs - - - - 0.9 0.0 12.3 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 0.9 0.0 11.3 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 150 secs - - - - 0.9 0.0 11.0 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 0.9 0.0 10.9 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 0.9 0.0 10.9 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 0.9 0.0 10.9 - 0 0
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WSA17 1 50 3 (2) --- 1.00 to 3.00 360 secs - - - - 0.9 0.0 11.0 - 0 0

WSA17 1 50 3 (2) --- 1.00 to 3.00 420 secs - - - - 0.9 0.0 11.3 - 0 0

WSA17 1 50 3 (3) 3.00 2.98 1.00 to 3.00 12/10/2017 10:06:00 - - - 2.39 0.9 0.0 11.4 - 0 0

WSA17 1 50 4 3.00 --- 1.00 to 3.00 23/10/2017 09:46:00 1010 1010 0.0(I) - - - - - - -

WSA17 1 50 4 --- 1.00 to 3.00 60 secs - - 0.0(SS) - - - - - - -

WSA17 1 50 4 (2) 3.00 --- 1.00 to 3.00 23/10/2017 09:47:30 - - - - 0.1 0.0 20.9 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 0.9 0.0 18.5 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 0.9 0.0 13.7 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 0.8 0.0 13.4 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 0.9 0.0 13.3 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 0.9 0.0 12.7 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 0.9 0.0 12.6 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 0.9 0.0 12.6 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 0.9 0.0 12.6 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 360 secs - - - - 0.9 0.0 12.5 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 420 secs - - - - 0.9 0.0 12.5 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 480 secs - - - - 0.9 0.0 12.5 - 0 0

WSA17 1 50 4 (2) --- 1.00 to 3.00 540 secs - - - - 0.9 0.0 12.5 - 0 0

WSA17 1 50 4 (3) 3.00 2.98 1.00 to 3.00 23/10/2017 09:57:30 - - - 2.32 - - - - - -

WSA18 1 50 1 5.00 5.10 2.00 to 5.00 25/09/2017 - - - 0.00 - - - - - -

WSA18 1 50 2 5.00 --- 2.00 to 5.00 04/10/2017 1013 1012 3.6(I) - - - - - - -

WSA18 1 50 2 --- 2.00 to 5.00 30 secs - - 0.1(SS) - - - - - - -

WSA18 1 50 2 (2) 5.00 --- 2.00 to 5.00 04/10/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0
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WSA18 1 50 2 (2) --- 2.00 to 5.00 15 secs - - - - 1.3 0.0 19.6 0.0 1 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 30 secs - - - - 1.1 0.0 19.2 0.0 0 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 60 secs - - - - 0.6 0.0 20.1 0.0 0 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 90 secs - - - - 0.3 0.0 20.6 0.0 0 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 120 secs - - - - 0.2 0.0 20.7 0.0 0 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

WSA18 1 50 2 (2) --- 2.00 to 5.00 240 secs - - - - 0.1 0.0 20.8 0.0 0 0

WSA18 1 50 2 (3) 5.00 --- 2.00 to 5.00 04/10/2017 00:06:00 - - - - 0.1 0.0 20.9 0.0 0 0

WSA18 1 50 2 (3) 5.08 2.00 to 5.00 360 secs - - - 1.08 - - - - - -

WSA18 1 50 3 5.00 --- 2.00 to 5.00 12/10/2017 09:45:00 1014 1014 0.5(I) - - - - - - -

WSA18 1 50 3 --- 2.00 to 5.00 30 secs - - 0.2(SS) - - - - - - -

WSA18 1 50 3 (2) 5.00 --- 2.00 to 5.00 12/10/2017 09:46:00 - - - - 0.1 0.0 20.9 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 30 secs - - - - 1.9 0.0 20.0 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 60 secs - - - - 1.9 0.0 18.1 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 120 secs - - - - 1.9 0.0 17.9 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 150 secs - - - - 1.9 0.0 17.9 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 180 secs - - - - 1.9 0.0 17.9 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 240 secs - - - - 1.8 0.0 18.0 - 0 0

WSA18 1 50 3 (2) --- 2.00 to 5.00 300 secs - - - - 1.8 0.0 18.0 - 0 0

WSA18 1 50 3 (3) 5.00 5.06 2.00 to 5.00 12/10/2017 09:52:00 - - - 2.54 1.8 0.0 18.0 - 0 0

WSA18 1 50 4 5.00 --- 2.00 to 5.00 23/10/2017 09:35:00 1010 1010 0.1(I) - - - - - - -

WSA18 1 50 4 --- 2.00 to 5.00 20 secs - - 0.1(SS) - - - - - - -

WSA18 1 50 4 (2) 5.00 --- 2.00 to 5.00 23/10/2017 09:35:40 - - - - 0.1 0.0 20.9 - 0 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 15 secs - - - - 1.9 0.0 19.7 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 30 secs - - - - 1.9 0.0 17.7 - 1 0
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WSA18 1 50 4 (2) --- 2.00 to 5.00 60 secs - - - - 1.9 0.0 17.5 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 90 secs - - - - 1.9 0.0 17.5 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 120 secs - - - - 1.9 0.0 17.5 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 180 secs - - - - 1.8 0.0 17.6 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 240 secs - - - - 1.8 0.0 17.6 - 1 0

WSA18 1 50 4 (2) --- 2.00 to 5.00 300 secs - - - - 1.8 0.0 17.6 - 1 0

WSA18 1 50 4 (3) 5.00 5.07 2.00 to 5.00 23/10/2017 09:41:40 - - - 2.16 - - - - - -

WSA19 1 50 1 3.00 --- 1.00 to 3.00 25/09/2017 1010 1012 -2.5(I) - - - - - - -

WSA19 1 50 1 --- 1.00 to 3.00 30 secs - - -0.1(SS) - - - - - - -

WSA19 1 50 1 (2) 3.00 --- 1.00 to 3.00 25/09/2017 00:01:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 1.8 0.0 18.4 0.0 1 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 2.0 0.0 15.5 0.0 1 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 2.2 0.0 14.8 0.0 0 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 2.2 0.0 14.6 0.0 0 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 2.3 0.0 14.6 0.0 0 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 2.3 0.0 14.5 0.0 0 0

WSA19 1 50 1 (2) --- 1.00 to 3.00 222 secs - - - - 2.3 0.0 14.5 0.0 0 0

WSA19 1 50 1 (3) 3.00 3.00 1.00 to 3.00 25/09/2017 00:06:00 - - - 0.55 - - - - - -

WSA19 1 50 2 3.00 --- 1.00 to 3.00 04/10/2017 1013 1012 3.6(I) - - - - - - -

WSA19 1 50 2 --- 1.00 to 3.00 180 secs - - 0.1(SS) - - - - - - -

WSA19 1 50 2 (2) 3.00 --- 1.00 to 3.00 04/10/2017 00:04:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 1.3 0.0 19.6 0.0 1 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 1.1 0.0 19.2 0.0 0 0
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WSA19 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 0.6 0.0 20.1 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 0.3 0.0 20.6 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 0.2 0.0 20.7 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 0.1 0.0 20.8 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 0.1 0.0 20.8 0.0 0 0

WSA19 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 0.1 0.0 20.9 0.0 0 0

WSA19 1 50 2 (3) 3.00 5.08 1.00 to 3.00 04/10/2017 00:10:00 - - - 1.70 - - - - - -

WSA19 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 12:48:00 1015 1015 0.3(I) - - - - - - -

WSA19 1 50 3 --- 1.00 to 3.00 60 secs - - 0.1(SS) - - - - - - -

WSA19 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 12:50:00 - - - - 0.1 0.0 20.9 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 30 secs - - - - 3.3 0.0 14.5 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 40 secs - - - - 3.3 0.0 8.4 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 3.3 0.0 8.0 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 3.3 0.0 8.0 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 3.3 0.0 8.0 - 0 0

WSA19 1 50 3 (3) 3.00 --- 1.00 to 3.00 12/10/2017 12:53:00 - - - - 3.3 0.0 8.0 - 0 0

WSA19 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 12:54:00 - - - - 3.2 0.0 8.5 - 0 0

WSA19 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 3.2 0.0 8.5 - 0 0

WSA19 1 50 3 (3) 3.00 3.00 1.00 to 3.00 12/10/2017 12:56:00 - - - 1.31 3.2 0.0 8.4 - 0 0

WSA19 1 50 4 3.00 --- 1.00 to 3.00 24/10/2017 11:25:00 1010 1010 0.3(I) - - - - - - -

WSA19 1 50 4 --- 1.00 to 3.00 30 secs - - 0.1(SS) - - - - - - -

WSA19 1 50 4 (2) 3.00 --- 1.00 to 3.00 24/10/2017 11:26:00 - - - - 0.1 0.0 20.9 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 3.9 0.0 15.8 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 4.0 0.0 11.3 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 4.0 0.0 11.0 - 0 0
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WSA19 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 4.0 0.0 11.0 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 4.0 0.0 11.0 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 3.9 0.0 11.2 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 3.8 0.0 11.5 - 0 0

WSA19 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 3.9 0.0 11.3 - 0 0

WSA19 1 50 4 (3) 3.00 3.00 1.00 to 3.00 24/10/2017 11:32:00 - - - 1.32 - - - - - -

WSA20 1 50 1 3.00 --- 1.00 to 3.00 26/09/2017 10:58:00 1011 1011 0.0(I) - - - - - - -

WSA20 1 50 1 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA20 1 50 1 (2) 3.00 --- 1.00 to 3.00 26/09/2017 10:59:00 - - - - 0.1 0.0 20.9 0.0 0 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 15 secs - - - - 0.2 0.0 20.3 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 30 secs - - - - 0.3 0.0 20.0 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 60 secs - - - - 0.4 0.0 19.8 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 90 secs - - - - 0.5 0.0 19.5 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 120 secs - - - - 0.7 0.0 19.2 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 180 secs - - - - 0.9 0.0 18.7 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 240 secs - - - - 0.9 0.0 18.7 0.0 1 0

WSA20 1 50 1 (2) --- 1.00 to 3.00 300 secs - - - - 0.7 0.0 19.1 0.0 1 0

WSA20 1 50 1 (3) 3.00 2.99 1.00 to 3.00 26/09/2017 11:05:00 - - - 2.45 - - - - - -

WSA20 1 50 2 3.00 --- 1.00 to 3.00 06/10/2017 08:15:00 1013 1013 0.0(I) - - - - - - -

WSA20 1 50 2 --- 1.00 to 3.00 30 secs - - 0.0(SS) - - - - - - -

WSA20 1 50 2 (2) 3.00 --- 1.00 to 3.00 06/10/2017 08:16:00 - - - - 0.0 0.0 20.9 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 15 secs - - - - 1.0 0.0 20.6 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 30 secs - - - - 1.0 0.0 20.3 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 60 secs - - - - 1.0 0.0 20.3 0.0 0 0
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WSA20 1 50 2 (2) --- 1.00 to 3.00 90 secs - - - - 1.0 0.0 20.3 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 120 secs - - - - 1.0 0.0 20.3 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 180 secs - - - - 1.0 0.0 20.3 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 240 secs - - - - 1.0 0.0 20.3 0.0 0 0

WSA20 1 50 2 (2) --- 1.00 to 3.00 300 secs - - - - 1.0 0.0 20.4 0.0 0 0

WSA20 1 50 2 (3) 3.00 2.99 1.00 to 3.00 06/10/2017 08:22:00 - - - 2.87 - - - - - -

WSA20 1 50 3 3.00 --- 1.00 to 3.00 12/10/2017 09:14:00 1012 1012 0.1(I) - - - - - - -

WSA20 1 50 3 --- 1.00 to 3.00 240 secs - - 0.0(SS) - - - - - - -

WSA20 1 50 3 (2) 3.00 --- 1.00 to 3.00 12/10/2017 09:19:00 - - - - 0.1 0.0 20.8 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 60 secs - - - - 0.8 0.0 20.8 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 90 secs - - - - 0.8 0.0 20.4 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 120 secs - - - - 0.8 0.0 20.3 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 150 secs - - - - 0.8 0.0 20.3 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 180 secs - - - - 0.8 0.0 20.3 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 240 secs - - - - 0.8 0.0 20.3 - 0 0

WSA20 1 50 3 (2) --- 1.00 to 3.00 300 secs - - - - 0.8 0.0 20.3 - 0 0

WSA20 1 50 3 (3) 3.00 3.02 1.00 to 3.00 12/10/2017 09:26:00 - - - 2.74 0.8 0.0 20.3 - 0 0

WSA20 1 50 4 3.00 --- 1.00 to 3.00 23/10/2017 09:15:00 1009 1009 2.0(I) - - - - - - -

WSA20 1 50 4 --- 1.00 to 3.00 20 secs - - 0.3(SS) - - - - - - -

WSA20 1 50 4 (2) 3.00 --- 1.00 to 3.00 23/10/2017 09:15:40 - - - - 0.1 0.0 20.9 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 15 secs - - - - 0.7 0.0 20.7 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 30 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 60 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 90 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 120 secs - - - - 0.7 0.0 20.4 - 0 0
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WSA20 1 50 4 (2) --- 1.00 to 3.00 180 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 240 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 300 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (2) --- 1.00 to 3.00 360 secs - - - - 0.7 0.0 20.4 - 0 0

WSA20 1 50 4 (3) 3.00 3.00 1.00 to 3.00 23/10/2017 09:22:40 - - - 2.59 - - - - - -
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BHA2 1 50 4 / 1 13.00 13.48 8.00 to 13.00 04/10/2017 10.39 9.09 336 3933 12.0 3.8 General Remarks: Samples taken,
no odour.

BHA3 1 50 4 / 1 16.00 14.03 11.00 to 16.00 04/10/2017 10.05 9.08 298 1204 11.6 3.5 General Remarks: Samples taken.

BHA4 1 50 4 / 1 7.00 6.48 2.00 to 7.00 04/10/2017 2.11 7.81 309 1704 12.7 2.4 General Remarks: Samples taken,
cloudy orange and no odour.

BHA5 1 50 4 / 1 8.00 8.26 4.00 to 8.00 04/10/2017 4.34 7.59 279 4223 12.7 4.1 General Remarks: Samples taken,
cloudy brown and no odour.

BHA9 1 50 4 / 1 12.00 10.99 6.00 to 12.00 04/10/2017 6.76 7.79 312 1629 11.9 6.8 General Remarks: Samples taken,
cloudy orange and no odour.

WSA9 1 50 4 / 1 5.00 5.10 2.00 to 5.00 04/10/2017 3.49 --- --- --- --- --- General Remarks: Unable to take
sample as ran dry.

WSA14 1 50 4 / 1 5.00 5.04 2.00 to 5.00 04/10/2017 2.21 7.77 341 1710 13.2 6.8 General Remarks: Samples taken,
cloudy orange and no odour.

WSA18 1 50 4 / 1 5.00 5.08 2.00 to 5.00 04/10/2017 1.70 7.87 284 1970 13.3 3.7 General Remarks: Samples taken,
cloudy grey and no odour.

Reported
Installation

Depth
(m)

Measured
Installation

Depth
(mbgl)

Exploratory
Position

ID

Pipe
Diameter Response Zone

Monitoring
Round /

Test Number

Date & Time
of Monitoring

Weather Ground Conditions Wind Conditions Air Temperature (oC) Equipment Used & Remarks

Round 4 Cloudy Dry Medium 10 GA5000 + Dipmeter

Pipe
Ref Remarks

Water
Depth
(mbgl)

pH Redox
(mV)

Conduc-
tivity

(uS/cm)

Temp-
erature

(oC)

Dissolved
Oxygen
(mg/l)

1     of    1

313582

IN-SITU WATER MONITORING RESULTS

Key: NDA denotes 'no data available'.

DateCompiled By Checked By Date

GINT_LIBRARY_V8_06.GLB : E - WATER QUALITY - GENERAL - SMALL : 313582 - M1 JUNCTION 15 MAIN SITE.GPJ : 10/11/17 10:07 : DM1 :

Contract:

Contract Ref:

Page:

10/11/17

M1 Junction 15 Main Site

RSK Environment Ltd
Abbey Park

Humber Road
Coventry
CV3 4AQ


